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POWER, YOU NEED



www.self-ecg.com

1993-2017

The story of Three Pine Trees  

In the west of the SELF new plant standing three pines: “We, 
plain but of a unique style, remain calm and not disturbed 
after the relocation. We, together with SELF people, witness 
the transformation after the raging storms!”

In 1997, Ningbo was attacked by disastrous typhoon, and 
then SELF employees protected the growing spines by steel 
bed. The same year, SELF suffered “TüV Incident”, in a 
pinch, it was the philosophy “be a good SELF employee 
before doing something” leading us out of trouble and 
winning good reputation on the market. 

SELF has been relocated three times since 1993, during the 
time the three pines have grown into towering trees. The 
character of “people” in Chinese means supporting each 
other, means weathering the storm together. “Cold and heat 
cannot shale our faith, time and tide cannot defeat us”, this is 
the quality of both pine trees and SELF Electronics. Although 
the market is unpredictable, the difficulties happened to us 
again and again, we will never stop chasing a brilliant 
future……



Test standard for electronic control gear

UL 8750 LED equipment for use in lighting products

Class 2 power unitsUL 1310

FCC18A EMC requirements of Federal Communications Commission for industrial equipment

EN61347-2-11 Lamp controlgear. Particular requirements for miscellaneous electronic circuits used with luminaires

EMC requirements of Federal Communications CommissionFCC15

IEC62386

EN61347-1

EN61347-2-13

EN55015

EN61547

EN61000-3-2

EN61000-3-3

Digital addressable lighting interface

General safety requirements

Particular requirements for d.c.or a.c.supplied electronic control gear for LED modules

Limits and methods of measurements of radio interference characteristics of  lights

EMC immunity requirements on equipment for lighting purposes

Limits for harmonic current emissions

Limits of voltage fluctuations and flicker

Important marks

E326958
UL recognized mark for components

Dutch KEMA institute safety test mark

Dutch KEMA institute EMC test mark

German VDE institute safety test mark

German VDE institute EMC test mark

Swedish SEMKO institute safety test mark

Swedish SEMKO institute EMC test mark

CE mark of conformity

Mark for converters suitable for integration into furniture whose flammability is unknown

International mark certified for the highest surface temperature of converters, even in abnormal conditions

International mark for independent converter

International mark for protection II

International mark for protection II (built-in converter）

International mark for transformers of converters(safety extra-low voltage)

Intertek ETL mark (for USA and Canada)US

CM

I
C

UL listed mark （for USA and Canada）

Luminaries suitable for direct mounting on normally flammable surfaces

www.self-ecg.com01 02www.self-ecg.com



Constant Voltage Constant Current

Constant Voltage Fixed Output

CV Super Thin Series

Feature:

• Super thin (12mm to 16.5mm)
• Constant Voltage Output
• SELV/UL8750 Class 2 design
• Open circuit，short circuit，over 
  load and over temperature 
  protection
• Excellent heat-emitting design

Application:

LED Strip
Linear Luminaire
Bathroom lights
Kitchen-Uner cabinets, etc.

Feature:

• IR/PIR Sensor
• IR/PIR Sensor + 2.4G wireless
• IR/PIR Sensor + Bluetooth
• Dimming 2%-100%
• RGB Color changing
• Quiet Design

Application:

LED Strip
Linear Luminaire
Bathroom lights
Kitchen-Uner cabinets, etc.

Feature:

• Compact dimensions
• SELV output(<60V)
• Fast start-up time ≤0.5s
• Auto restart after fault conditions 
  removal
• ECO design, comply with ERP 
  directives

Application:

Track lights
Wall lights
Ceiling lights
Spot and Downlights, etc.

Feature:

• Dimming 10%-100%
• No-filker
• Quiet Design
• By Trailing or Leading edge 
  dimmers
• High compatibility for different 
  dimmers

Application:

Track lights
Wall lights
Ceiling lights
Spot and Downlights, etc.

Feature:

• Slim size (22mm height)
• Efficiency >86%
• Class I protection
• SELV output (<60V)
• 1-10V dimming function optional
• Multi output current with Dipswitch

Application:

LED batten
Ceiling lights
Tri-proof LED fixture, etc.

Feature:

• Compact Size
• PWM dimming mode
• Dimming 10-100%
• By 1-10V dimmer or 150kΩ 
  potentiometer
• Built-in or Independent use

Application:

Track lights
Wall lights
Ceiling lights
Spot and Downlights, etc.

Feature:

• Super small design
• No-flicker
• Built-in or Independent use
• Active Power Factor Corrector.
• Multi output current with Dipswitch
• Current accuracy ±5% including
  temperature variations.

Application:

Track lights
Wall lights
Ceiling lights
Spot and Downlights, etc.

Feature:

• Dimming range 5%-100%
• PWM dimming mode
• Quiet Design
• By Trailing or Leading edge 
  dimmers
• High compatibility for different 
  dimmers

Application:

LED Strip
Cove lights
Linear Luminaire
Bathroom lights, etc.

Feature:

• Dimming range 5%-100%
• PWM dimming mode
• By 0/1-10V 、10V PWM signal or 
  resistance
• SELV/UL 8750 class 2 output
• With input and output flying leads
• Universal Input voltage

Application:

LED Strip
Cove lights
Linear Luminaire, etc.

Feature:

• Whole range (6W to 150W)
• Constant Voltage Output
• Super compact design
• Open circuit，short circuit，
  over load and over temperature
  protection
• No load power consumption≤0.3W

Application:

LED Strip
Light Box
Bathroom lights
Kitchen-Uner cabinets, etc.

Feature:

• Waterproof (IP66 and IP67)
• Universal input voltage
• SELV/UL8750 Class 2 design
• With input and output flying leads
• No load power consumption≤0.3W

Application:

LED Strip
Light Box
Linear Luminaire
Exterior Lighting, etc.

CV Waterproof Series

CV Basic Series

Constant Voltage Dimming

CV Smart Series

CV 1-10V Series

CV Phase Cut Series

Constant Current Fixed Output

CC Basic Series

CC Linear Series

Constant Current Dimming

CV Waterproof Series CV 1-10V Series

CC Linear Series

CC DIP Switch Series

CV Super Thin Series

CV Phase Cut S

CC Phase Cut Series

CC 1-10V SeriesCC 1-10

Feature:

• 5-100% dimming
• DALI or PUSH DIM
• Class I protection
• With memory function
• Slim size (22mm height)
• Multi output current with    
  Dipswitch

Application:

LED batten
Ceiling lights, etc.

CC DALI SeriesCC DALI Series

www.self-ecg.com03 04www.self-ecg.com



China (Ningbo)

Germany

Dubai

USA

Thailand

SELF Electronics USA Corporation (Atlanta GA, Uinted States)

SELF Electronics Manufacture Base (Ningbo, China)

About us

SELF Electronics Germany  GmbH (Cologne, Germany)

SELF Electronics Company, established in May 1993 in Ningbo, China, is an electronics manufacturer specializing in LED 
power supply and control for commercial and residential use. SELF products are not only shipped to customers in its home 
country, but also to over 30 countries in Europe and North America. With quality products, innovative designs, and reliable 
service, we have confidence in our quest to be listed among the best companies in the “green” lighting industry.

www.self-ecg.com05 06www.self-ecg.com



Road of innovation

1993
SELF is founded as the first 
IR sensor  lighting 
manufacturer in China.

1994
The first automatic light 
HZD101 achieves GS 
certification.

1996
Electronic transformer 
achieves TÜV certification in 
Germany.

2004
36 high-quality residential 
ballasts are launched onto the 
market.

1998
SELF’s first electronic 
transformer achieves VDE 
certication in Germany 
making SELF the first 
Chinese company to get this 
certification for transformer 
technology.

SELF is awarded with the 
title of the National 
Hi-Tech Enterprise by the 
China National Ministry of 
Science and Technology.

2005

SELF makes significant 
progress in electronic 
transformer EMC 
performance and solves the 
technical bottleneck of mutual 
EMC interference between 
long cord and stranded cord.

Shenzhen office is founded.

2000

2009
SELF’s European 
headquarters is founded in 
Cologne, Germany.

SELF’s US headquarters is 
founded in Atlanta, USA.

2014
SELF’s laboratory obtains 
VDE’s Test Data Acceptance 
Program certification.

Accomplished implementation 
of SAP to run SELF global 
business. 

Achieved 200 Patents 
accumulatively. 

2016

2015
SELF achieved National 
Enterprise
Postdoctoral Programme. 
Issued by
National Human 
Resources&Social
Security Bureaue and National
Postdoctoral Administrative 
Committee.

2010
SELF’s laboratory obtains
American UL-CTDP certification.

www.self-ecg.com07 08www.self-ecg.com



Research and development
With a development team of 
electronic, mechanical, 
optical, thermal etc engineers, 
SELF is a company with 
independent development and 
design capabilities.

SELF’s testing facility resources include a talented staff of senior testing engineers as well as advanced testing equipment. SELF 
uses its state-of-the-art testing facilities to ensure products comply with international standards.
SELF’s testing laboratory is approved by UL as a CTDP (Client Test Data Program) laboratory for both LED power supply and 
LED lighting fixtures. The laboratory has also been authorized to be the VDE TDAP (Test Data Acceptance Program) by VDE 
Testing and Certification Institute, and accredited by CNAS(China National Accreditation Service for Conformity Assessment) for 
the competence of its testing and calibration laboratory.

Core competence

Testing facilities

www.self-ecg.com09 10www.self-ecg.com



Production management 
With a factory floor area of 
more than 58,000 m2, SELF 
has  the  latest technology 
assembly lines, large-scale 
production capability, and 
advanced production 
equipments. ERP systems  
manage orders from 
placement to fulfillment, 
ensuring prompt production 
and delivery.

The SELF Quality Control 
department strives to 
maintain the highest level of 
production by performing 
100% on-line inspections.

Core competence

Quality

www.self-ecg.com11 12www.self-ecg.com
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LED Power Supply

CV Basic Series

CV Super Thin Series

SLT6-350ILs
SLT6-700ILs
SLT6-350IL-4
SLT6-700IL-4
29

CV Waterproof Series

SLT30-12VFC-UN
SLT30-24VFC-UN
39

SLT15-12VF-2s
SLT15-24VF-2s
30

SLT30-12VLG-Es
SLT30-24VLG-Es
SLT30-48VLG-Es
31

Constant Voltage Fixed Output

CV Smart Series

Constant Voltage Dimming

CV Phase Cut Series

CV 1-10V Series

SLD15-12VLS-E
SLD15-12VLS-E1
SLD15-24VLS-E
SLD15-24VLS-E1
45-48

SLD30-12VLS-E
SLD30-12VLS-E1
SLD30-24VLS-E
SLD30-24VLS-E1
45-48

SLD60-12VLS-E
SLD60-12VLS-E1
SLD60-24VLS-E
SLD60-24VLS-E1
45-48

SLT100-12VFG
SLT100-24VFG-UN
SLT100-48VFG-UN
26

SLT30-12VFG
SLT30-24VFG
23

SLT15-12VFG
SLT15-24VFG
21

SLT20-12VFGs
SLT20-24VFGs
22

SLT60-12VLG-E
SLT60-24VLG-E
32

SLT75-24VL-E
34

SLT100-12VL-E
SLT100-24VL-E
35

SLT150-24VL-E
36

IP6

SLT75-12VFC-UN
SLT75-24VFC-UN
40

SLD30-12VL-E
SLD30-24VL-E
51

SLD75-12VL-E
SLD75-24VL-E
52

SLT150-24VC-UN
SLT150-36VC-UN
SLT150-48VC-UN
42

SLT200-12VC-E
SLT200-24VC-E
42

P66IP6
6

SLD75-12VFA-UN
SLD75-24VFA-UN
56

SLD96-12VCA-UN
SLD96-24VCA-UN
57
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SLT6-350ILs
SLT6-700ILs
SLT6-350IL-4
SLT6-500IL-4
SLT6-700IL-4
63
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SLT10-250IL
SLT10-350IL
SLT10-500IL
SLT10-700IL
63
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LED Power Supply

CC Basic Series

SLT3-350IS-1
SLT3-700IS-1
61

SLT25-350ILE-E
SLT25-500ILE-E
SLT25-700ILE-E
65

SLT30-600ILE-E
SLT30-700ILE-E
66

SLT40-800ILE-E
SLT40-900ILE-E
SLT40-1050ILE-E
66

Constant Current Fixed Output Constant Current Dimming

SLT3-350ISC
SLT3-700ISC
SLT4-500ISC
SLT6-350ISC
SLT6-500ISC
SLT6-700ISC
62

SLT12-350IF-Es
SLT12-500IF-Es
SLT12-700IF-Es
64

CC Linear Series

SLT50-1050IL-E
71

SLT35-700IL-E
69

SLD35-700IL-E
70

SLT80-1500IL-E
72

CC Phase Cut Series

SLD20-350IL-Es
SLD20-500IL-Es
SLD20-700IL-Es
83

SLD15-300IB(L)-Es
SLD15-350IB(L)-Es
SLD15-500IB(L)-Es
SLD15-700IB(L)-ES
81

SLD30-500IL-Es
SLD30-600IL-Es
SLD30-700IL-Es
84

SLD40-700IL-Es
SLD40-800IL-Es
SLD40-900IL-Es
84

CC 1-10V Series

SLD20-300ISA-E
SLD20-400ISA-E
SLD20-450ISA-E
SLD20-500ISA-E
87

SLD40-800ISA-E
SLD40-900ISA-E
SLD40-1050ISA-E
88

SLD30-550ISA-E
SLD30-600ISA-E
SLD30-650ISA-E
SLD30-700ISA-E
87

CC DALI Series

SLD60-800IBD-E
90

SLD12-150IL-Es
SLD12-180IL-Es
SLD12-240IL-Es
SLD12-300IL-Es
SLD12-350IL-Es
SLD12-500IL-Es
82

CC DIP Switch Series

SLT35-1000IB(L)-UN
77

SLT45-1050IB(L)-E
78

SLT25-600IB(L)-E
76

SLT20-500IB(L)-UN
75

www.self-ecg.com15 16www.self-ecg.com
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Controllers

PIR Sensor 

Sensor

SHE-B-250
95

SHE-B-60
97

HZK206
98

IR Sensor 

HZK218B
99

HZK218C
100

HZK221
101-102

HZK231
101-102

SHE-Z-60
105

SHE-B-250S
96

Touch Sensor

HZK201
107

KZQ-CM-BC
109

Wireless Scenes
Panel

KZQ-WX-B
125

No-flicker Constant current
LED Power Supply

SLD18-700ILW-E
126

Color temperature
Controller

KZQ-8YKC/8XJC
122

RGB Controller

KZQ-14YKA/14XJA
121

Wireless

Wireless Dimming
Controller

KZQ-8YKB/XJB
123

Wireless 3 in 1
Controller 

KZQ-WX-YKM-1
124

Microwave Sensor 

Standard

Dimmer

In-line

KZQ15-24L
118

KZQ-5B
117

DALI Scenes Panel

Buletooth Controller

KZQ-CM-YKD
135

DALI Master

DALI System

KZQ-19
134

Buletooth System

No-flicker Constant current
LED Power Supply

SLD18-700ILD-E
136

SWE-L150-24V
SWE-L150-24V-1
111-112

SWE-L250-240V
113-114

MINITOUCH-1705LV
110

KZQ-CM-B
108

KZQ-LY-A
140

KZQ-LY-B
141

KZQ-LY-C
142

MINI IR-1750LV
106

SHE-Z-60C
103-104

www.self-ecg.com17 18www.self-ecg.com



Constant Voltage Fixed Output
CV Super Thin Series
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CV Super Thin Series
SLT20-12/24VFGs

166x40x14mm

166x40x14mm

SLT20-12VFGs*

SLT20-24VFGs*

*For product datasheet go to www.self-ecg.com or available on request.

+/-5%

+/-5%

84.1%

84.3%

50℃

50℃

75℃

75℃

12VDC

24VDC

0.55C

0.55C

AC220-240V

AC220-240V

0-20W

0-20W

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

Dimensions: (mm)

• Independent power supply for constant voltage LED lamp
• Class II protection against electric shock from direct and indirect contact
• Super thin
• No-filker
• SELV output
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• Fast start-up time ≤0.5S
• No load power consumption≤0.3W
• Efficiency:84%(AC230V,full load)
• Guarantee: 5 Years

166

132

14
40 33

Thickness only 
Thickness only 14mm14mm

CV Super Thin Series
SLT15-12/24VFG

Dimensions: (mm)

• Independent power supply for constant voltage LED lamp
• Class II protection against electric shock from direct and indirect contact
• Super thin
• No-filker
• SELV output
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• Fast start-up time ≤0.5S
• No load power consumption≤0.3W
• Efficiency:84.3%(AC230V,full load)
• Guarantee: 5 Years

104

12

138

40 33

*For product datasheet go to www.self-ecg.com or available on request.

138x40x12mm

138x40x12mm

SLT15-12VFG*

SLT15-24VFG*

+/-5%

+/-5%

81.5%

84.3%

50℃

50℃

85℃

85℃

12VDC

24VDC

0.50C

0.50C

AC220-240V

AC220-240V

0-15W

0-15W

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

Thickness only 
Thickness only 12mm12mm

www.self-ecg.com21 22www.self-ecg.com



CV Super Thin Series
SLT60-12/24/48VFG-UN

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• Super thin
• No-filker
• SELV output, class 2  output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• Efficiency: 91%(AC230V,full load)
• Guarantee: 5 Years

298(11-3/4″)

29.8(1-3/16″)

16(5/8″)

298×29.8×16mm
(11-3/4″x1-3/16″x5/8″)

298×29.8×16mm
(11-3/4″x1-3/16″x5/8″)

298×29.8×16mm
(11-3/4″x1-3/16″x5/8″)

SLT60-12VFG-UN*

SLT60-24VFG-UN*

SLT60-48VFG-UN*

*For product datasheet go to www.self-ecg.com or available on request.

+/-5%

+/-5%

+/-3%

91.1%

91.6%

91.0%

45℃

45℃

45℃

90℃

90℃

90℃

12VDC

24VDC

48VDC

0.95

0.95

0.95

AC120-240V

AC120-240V

AC120-240V

0-60W

0-60W

0-60W

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

Glo
ba
l

Thickness only 
Thickness only 16mm16mm

CV Super Thin Series
SLT30-12/24VFG

Dimensions: (mm)

• Independent power supply for constant voltage LED lamp
• Class II protection against electric shock from direct and indirect contact
• Super thin
• No-filker
• SELV output
• Open circuit，short circuit，over load and over temperature protection
• Fast start-up time ≤0.5S
• No load power consumption≤0.3W
• Efficiency:84%(AC230V,full load)
• Guarantee: 5 Years

Thickness only 
Thickness only 16mm16mm

*For product datasheet go to www.self-ecg.com or available on request.

246x30x16mm

246x30x16mm

SLT30-12VFG*

SLT30-24VFG*

+/-5%

+/-5%

83.5%

84.5%

50℃

50℃

85℃

85℃

12VDC

24VDC

0.95

0.95

AC220-240V

AC220-240V

0-30W

0-30W

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

23

246

210

30

16

www.self-ecg.com23 24www.self-ecg.com
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CV Super Thin Series
SLT75-12/24VFG

Dimensions: (mm)

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• Super thin
• No-filker
• SELV output
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• Efficiency: 91.5%(AC230V,full load)
• Guarantee: 5 Years

298×29.8×16.5mm

298×29.8×16.5mm

SLT75-12VFG*

SLT75-24VFG*

*For product datasheet go to www.self-ecg.com or available on request.

+/-5%

+/-5%

91.5%

91.6%

45℃

50℃

90℃

90℃

12VDC

24VDC

0.95

0.95

AC220-240V

AC220-240V

0-75W

0-75W

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

298

29.8

16.5

Thickness only 
Thickness only 16.5mm16.5mm

CV Super Thin Series
SLT100-12VFG

SLT100-24/48VFG-UN

Dimensions: (mm/inch)

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• Super thin
• No-filker
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• Efficiency: 92%(AC230V,full load)
• Guarantee: 5 Years

SLT100-12VFG*

SLT100-24VFG-UN*

SLT100-48VFG-UN*

*For product datasheet go to www.self-ecg.com or available on request.

+/-5%

+/-5%

+/-3%

92.0%

92.3%

92.3%

45℃

45℃

45℃

90℃

90℃

90℃

12VDC

24VDC

48VDC

0.95

0.95

0.95

AC220-240V

AC120-240V

AC120-240V

0-96W

0-100W

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

0-100W@240V
0-80W@120V

Thickness only 
Thickness only 16.5mm16.5mm

Glo
ba
l
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298(11-3/4″)

29.8(1-3/16″)

16.5(5/8″)

298×29.8×16.5mm
(11-3/4″x1-3/16″x5/8″)

298×29.8×16.5mm
(11-3/4″x1-3/16″x5/8″)

298×29.8×16.5mm
(11-3/4″x1-3/16″x5/8″)



Constant Voltage Fixed Output
CV Basic Series
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CV Basic Series
SLT6-350/700ILs
SLT6-350/700IL-4

• Compact dimensions
• Independent use design
• Compatible with constant current and costant voltage function
• No-filker
• SELV output(<60V)
• Low output ripple current ≤±5%
• Fast start-up time ≤0.5s
• No load power consumption ≤0.3W
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency: 79%(AC230V,full load)
• ECO design, comply with ERP directives
• Guarantee: 5 Years

+/-5%

+/-5%

78.6%

74.5%

45℃

45℃

80℃

80℃

24VDC

12VDC

0.55C

0.55C

AC220-240V

AC220-240V

0-7.2W

0-6W

SLT6-350ILs*

SLT6-700ILs*

Dimensions: (mm/inch)

35
(1

-3
/8
″)

20
(1

3/
16
″)

68(2-11/16″)

58(2-1/4″)

64(2-1/2″)

12
(1

/2
″)

CV&CC

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

+/-1.5%

+/-1.5%

76.5%

70.12%

50℃

40℃

75℃

70℃

24VDC

12VDC

0.40C

0.40C

AC100-240V

AC100-240V

0-7.2W

0-7.2W

SLT6-350IL-4*

SLT6-700IL-4*

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

CV Basic Series
SLT15-12/24VF-2s

+/-5%

+/-3%

83.0%

84.7%

45℃

45℃

80℃

75℃

12VDC

24VDC

0.70C

0.70C

AC220-240V

AC220-240V

0-15W

0-15W

SLT15-12VF-2s*

SLT15-24VF-2s*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

121x45x16mm

121x45x16mm

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after removal of fault conditions   
• Efficiency: 84.7%(AC230V,full load)                                                                                                                                          
• Guarantee: 5 Years

121

45

108

16
35

The height is only                mm,suitable for very limited space.
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CV Basic Series
SLT30-12/24/48VLG-Es

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• Efficiency:86.8%(AC230V,full load)                                                                                                                                        
• Guarantee: 5 Years

+/-5%

+/-5%

+/-5%

83.6%

85.6%

86.8%

50℃

50℃

50℃

90℃

90℃

90℃

12VDC

24VDC

48VDC

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

0-30W

0-30W

0-30W

SLT30-12VLG-Es*

SLT30-24VLG-Es*

SLT30-48VLG-Es*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

165x40x30mm

165x40x30mm

165x40x30mm

CV Basic Series
SLT60-12/24VLG-E

151

30
40 21

165
158

+/-5%

+/-5%

87.8%

89.0%

45℃

50℃

90℃

85℃

12VDC

24VDC

0.95

0.95

AC220-240V

AC220-240V

0-60W

0-60W

SLT60-12VLG-E*

SLT60-24VLG-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

188x45x30mm

188x45x30mm

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• Efficiency:89.0%(AC230V,full load)                                                                                                                                        
• Guarantee: 5 Years

174

188

181

30

45 29
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CV Basic Series
SLT75-24VL-2

CV Basic Series
SLT75-24VL-E

Dimensions: (mm)

Specifications

*For product datasheet go to www.self-ecg.com or available on request.

177

185

60 51

31

+/-5% 87.7% 50℃ 85℃24VDC0.95AC220-240V 0-75WSLT75-24VL-E*

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

185x60x31mm

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.6W
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after removal of fault conditions   
• Efficiency: 87.7%(AC230V,full load)                                                                                                                                          
• Guarantee: 5 Years

Dimensions: (mm/inch)

• Universal input voltage 
• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV/UL 8750 class 2 output
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after removal of fault conditions   
• Efficiency: 86%(AC230V,full load)                                                                                                                                          
• Guarantee: 5 Years

60
(2

-3
/8
″)

30
(1

-3
/1

6″
)

172(6-3/4″)

52
(2

-1
/1

6″
)

180(7-1/16″)

+/-5% 89.2% 50℃ 85℃24VDC0.95AC100-240V 0-75WSLT75-24VL-2*

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

180×60×30mm
(7-1/16″x2-3/8″x1-3/16″)
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CV Basic Series
SLT100-12/24VL-E

CV Basic Series
SLT150-24VL-E

+/-5% 93.1% 40℃ 90℃24VDC0.95AC220-240V 0-150WSLT150-24VL-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤1W
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after removal of fault conditions   
• Efficiency: 93.1%(AC230V,full load)                                                                                                                                          
• Guarantee: 5 Years

64

32

223

223x64x32mm+/-5%

+/-5%

88.5%

91.7%

40℃

40℃

80℃

80℃

12VDC

24VDC

0.95

0.95

AC220-240V

AC220-240V

0-100W

0-100W

SLT100-12VL-E*

SLT100-24VL-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

185x60x31mm

185x60x31mm

• Independent power supply for constant voltage LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.6W
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after removal of fault conditions   
• Efficiency: 91.7%(AC230V,full load)                                                                                                                                          
• Guarantee: 5 Years

177

185

60 51

31
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Constant Voltage Fixed Output
CV Waterproof Series
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CV Waterproof Series
SLT30-12/24VFC-UN

CV Waterproof Series
SLT75-12/24VFC-UN

• Independent power supply for constant voltage LED lamp 
• With input and output flying leads
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output, class 2 output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• ECO design, compliance with ERP directives
• Efficiency:91.2%（AC230V，full load）
• Guarantee: 5 Years

+/-5%

+/-5%

83.5%

84.5%

50℃

50℃

75℃

75℃

12VDC

24VDC

0.95

0.95

AC120-240V

AC120-240V

0-30W

0-30W

SLT30-12VFC-UN*

SLT30-24VFC-UN*

Dimensions: (mm/inch)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

275x30x16.5mm
(10-13/16″x1-3/16″x5/8″)

333x30x16.5mm
(13-1/8″x1-3/16″x5/8″)

333x30x16.5mm
(13-1/8″x1-3/16″x5/8″)

275x30x16.5mm
(10-13/16″x1-3/16″x5/8″)

Dimensions: (mm/inch)

• Independent power supply for constant voltage LED lamp 
• With input and output flying leads
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output, class 2 output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• ECO design, compliance with ERP directives
• Efficiency:84.5%（AC230V，full load）
• Guarantee: 5 Years

Glo
ba
l

IP6
7

16.5(5/8″)

10(3/8″)

275(10-13/16″)

30(1-3/16″)

150(5-15/16″)150(5-15/16″)

+/-5%

+/-5%

90.7%

91.2%

50℃

50℃

75℃

75℃

12VDC

24VDC

0.95

0.95

AC120-240V

AC120-240V 0-75W

SLT75-12VFC-UN*

SLT75-24VFC-UN*

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

0-60W@120Vac
0-75W@220-240Vac

www.self-ecg.com39 40www.self-ecg.com

pending

pending

pending

pending

16.5(5/8″)

10(3/8″)

333(10-13/16″)

30(1-3/16″)150(5-15/16″)150(5-15/16″)
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CV Waterproof Series
SLT150-24/36/48VC-UN

SLT200-12/24/48VC-E

Glo
ba
l

IP6
7

• Buit-in active PFC function
• Suitable for LED lighting and street lighting applications
• No-filker
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.5W
• Open circuit，short circuit，over load and over temperature protection
• Efficiency:92%（AC230V，full load）
• Guarantee: 5 Years

262(10-5/16″)

252(9-15/16″)

23(15/16″)

+/-5%

+/-5%

92.0%

92.5%

60℃

60℃

90℃

85℃

12VDC

24VDC

0.95

0.95

AC100-277V

AC100-277V

0-96W

0-96W

SLT96-12VLC-UN*

SLT96-24VLC-UN*

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

262×40×23mm
(10-5/16″x1-9/16″x15/16″)

262×40×23mm
(10-5/16″x1-9/16″x15/16″)

CV Waterproof Series
SLT96-12/24VLC-UN

150(5-15/16″)150(5-15/16″)

+/-5%

+/-5%

+/-5%

92.0%

93.0%

92.0%

50℃

50℃

50℃

75℃

75℃

75℃

24VDC

36VDC

48VDC

0.95

0.95

0.95

AC100-240V

AC100-240V

AC100-240V

0-150W

0-150W

0-150W

SLT150-24VC-UN*

SLT150-36VC-UN*

SLT150-48VC-UN*

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

• Independent power supply for constant voltage LED lamp 
• With input and output flying leads
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤1.5W
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency:93%（AC230V，full load）
• Guarantee: 5 Years

252(9-15/16″)

213.4(8-3/8″)

68
(2

-1
1/

16
″)

39
(1

-9
/1

6″
)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

*For product datasheet go to www.self-ecg.com or available on request.

+/-5%

+/-5%

+/-5%

91.4%

90.8%

93.0%

50℃

45℃

60℃

85℃

75℃

90℃

12VDC

24VDC

48VDC

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

0-200W

0-200W

0-200W

SLT200-12VC-E*

SLT200-24VC-E*

SLT200-48VC-E*

www.self-ecg.com41 42www.self-ecg.com

Dimensions: (mm/inch) Dimensions: (mm/inch)

300(11-13/16″) 300(11-13/16″)

10(3/8″) 10(3/8″)

40(1-9/16″)

Glo
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Constant Voltage Dimming
CV Smart Series
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Roadmap of Smart Power Supply

The 1st
Generation

The 2nd
Generation

The 3rd
Generation

The 4th
Generation

LED power supply + junction box 
= Two in One

IR/PIR Sensor Smart 
Module 

IR/PIR Sensor+2.4G 
wireless

IR/PIR Sensor
+Bluetooth

www.self-ecg.com45 46www.self-ecg.com



CV Smart Series
SLD15/30/60-12VLS-E/SLD15/30/60-12VLS-E1
SLD15/30/60-24VLS-E/SLD15/30/60-24VLS-E1

Easy quick output connectors

220 - 240V
Optional smart module

IR/PIR

2.4G Wireless

Bluetooth

Sensor interface 

Optional

or

Mini socket Top socket

CV Smart Series
SLD15/30/60-12VLS-E/SLD15/30/60-12VLS-E1
SLD15/30/60-24VLS-E/SLD15/30/60-24VLS-E1

Dimensions: (mm)

• Independent power supply for constant voltage LED lamp
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output
• Open circuit，short circuit，over load and over temperature protection
• The output current of the power supply could be dimmed between 2%-100% by 
  IR/PIR sensors,Remote Controller or APP.
• No load power consumption≤0.3W
• Efficiency:87.0%(AC230V,full load)
• Guarantee: 5 Years

*For product datasheet go to www.self-ecg.com or available on request.

167x49x16mm

189x59x16mm

247x71x16mm

+/-5%

+/-5%

+/-5%

83.0%

85.0%

87.0%

40℃

40℃

40℃

80℃

75℃

75℃

12VDC

12VDC

12VDC

0.70C

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

0-15W

0-30W

0-60W

Specifications

Model Output ta tc ApprovalPFRated input EfficiencyToleranceOutput Power 
range

H
W

L

Single colour temperature
(2  pins)

Easy quick output connectors

Adjustable colour temperature
(3  pins)

Size
(LxWxH)

SLD15-12VLS-E
SLD15-12VLS-E1*

SLD30-12VLS-E
SLD30-12VLS-E1*

SLD60-12VLS-E
SLD60-12VLS-E1*

167x49x16mm

189x59x16mm

247x71x16mm

+/-5%

+/-5%

+/-5%

83.0%

87.0%

89.0%

40℃

40℃

40℃

80℃

70℃

80℃

24VDC

24VDC

24VDC

0.70C

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

0-15W

0-30W

0-60W

SLD15-24VLS-E
SLD15-24VLS-E1*

SLD30-24VLS-E
SLD30-24VLS-E1*

SLD60-24VLS-E
SLD60-24VLS-E1*

SLD15-12VLS-E
SLD30-12VLS-E
SLD60-12VLS-E
SLD15-24VLS-E
SLD30-24VLS-E
SLD60-24VLS-E

SLD15-12VLS-E1
SLD30-12VLS-E1
SLD60-12VLS-E1
SLD15-24VLS-E1
SLD30-24VLS-E1
SLD60-24VLS-E1

www.self-ecg.com47 48www.self-ecg.com

Pending

Pending

Pending

Pending

Pending

Pending



Constant Voltage Dimming
CV Phase Cut Series
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CV Phase Cut Series
SLD30-12/24VL-E

+/-5%

+/-5%

81.0%

83.0%

50℃

50℃

80℃

80℃

12VDC

24VDC

0.95

0.95

AC220-240V

AC220-240V

0-30W

0-30W

SLD30-12VL-E*

SLD30-24VL-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

145×50×22mm

145×50×22mm

145

50

22

137

42

• Independent power supply for constant voltage LED lamp 
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output
• Fast start-up time ≤0.5s
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• The output current of the power supply could be dimmed between 5%-100% by 
   trailing edge or leading edge dimmers.
• Efficiency:83%（AC230V，full load）
• Guarantee: 5 Years

CV Phase Cut Series
SLD75-12/24VL-E

Approval

+/-5%

+/-5%

85.0%

86.5%

45℃

45℃

85℃

80℃

12VDC

24VDC

0.95

0.95

AC220-240V

AC220-240V

12-75W

12-75W

SLD75-12VL-E*

SLD75-24VL-E*

Dimensions: (mm)

Specifications

Model Output ta tc SizePFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

185×60×31mm

185×60×31mm

• Independent power supply for constant voltage LED lamp 
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output
• Fast start-up time ≤0.5s
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• The output current of the power supply could be dimmed between 5%-100% by 
   trailing edge or leading edge dimmers.
• Efficiency:86.5%（AC230V，full load）
• Guarantee: 5 Years

177

185

60 51
31
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Constant Voltage Dimming
CV 1-10V Series
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CV 1-10V Series
SLD30-12/24VFA-UN

1-10V Dimmable

CV 1-10V Series
SLD75-12/24VFA-UN

Glo
ba
l

1-10V Dimmable

Dimensions: (mm/inch)

• Independent power supply for constant voltage LED lamp 
• With input and output flying leads
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output, class 2 output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• 10-100% dimming range by 0/1-10V/10V PWM signal or resistance
• Efficiency:85.0%（AC230V，full load）
• Guarantee: 5 Years

+/-5%

+/-5%

12VDC

24VDC

0.95

0.95

AC120-240V

AC120-240V

0-30W

0-30W

SLD30-12VFA-UN*

SLD30-24VFA-UN*

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

• Independent power supply for constant voltage LED lamp 
• With input and output flying leads
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output, class 2 output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.3W
• Open circuit，short circuit，over load and over temperature protection
• 10-100% dimming range by  0/1-10V/10V PWM signal or resistance
• Efficiency:91.0%（AC230V，full load）
• Guarantee: 5 Years

Dimensions: (mm/inch)

*For product datasheet go to www.self-ecg.com or available on request.

12VDC

24VDC

0.95

0.95

AC120-240V

AC120-240V 0-75W

SLD75-12VFA-UN*

SLD75-24VFA-UN*

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

www.self-ecg.com55 56www.self-ecg.com

16.5(5/8″)

10(3/8″)

275(10-13/16″)

30(1-3/16″)

150(5-15/16″)150(5-15/16″)

16.5(5/8″)

10(3/8″)

333(10-13/16″)

30(1-3/16″)150(5-15/16″)150(5-15/16″)

275x30x16.5mm
(10-13/16″x1-3/16″x5/8″)

275x30x16.5mm
(10-13/16″x1-3/16″x5/8″)

333x30x16.5mm
(13-1/8″x1-3/16″x5/8″)

333x30x16.5mm
(13-1/8″x1-3/16″x5/8″)

pending

pending

pending

pending

83.5%

84.5%

50℃

50℃

75℃

75℃

+/-5%

+/-5%

90.7%

91.2%

50℃

50℃

75℃

75℃

0-60W@120Vac
0-75W@220-240Vac
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CV 1-10V Series
SLD96-12/24VCA-UN

• Independent power supply for constant voltage LED lamp
• With input and output flying leads
• Class II protection against electric shock from direct and indirect contact
• SELV/UL 8750 class 2 output
• No-filker
• Fast start-up time ≤0.5s
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after removal of fault conditions
• 10-100% dimming range by 1-10V dimmer or occupany sensor
• Efficiency:85.4%(AC230V，full load）
• Guarantee: 5 Years

+/-5% 85.4% 45℃ 85℃24VDC0.95AC120-277V 0-96WSLD96-24VC-UN1*

Dimensions: (mm/inch)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

1-10V Dimmable1-10V Dimmable 210(8-1/4″)

40
.5

(1
-9

/1
6″

)
28

(1
-1

/8
″)

29
.5

(1
-3

/1
6″

)

226(8-7/8″)
241.5(9-1/2″)

241.5x40.5x29.5mm
(9-1/2″X1-9/16″x1-3/16″)

CV 1-10V Series
SLD96-24VC-UN1

+/-5%

+/-5%

92.0%

92.5%

60℃

60℃

90℃

85℃

12VDC

24VDC

0.95

0.95

AC100-277V

AC100-277V

0-96W

0-96W

SLD96-12VCA-UN*

SLD96-24VCA-UN*

Dimensions: (mm/inch)

Specifications

Model Output ta tc Size ApprovalPFRated input EfficiencyToleranceOutput Power 
range

*For product datasheet go to www.self-ecg.com or available on request.

• Buit-in active PFC function
• Suitable for LED lighting and street lighting applications
• No-filker
• SELV output(<60V)
• Fast start-up time ≤0.5s
• Open circuit，short circuit，over load and over temperature protection
• 10-100% dimming range by  0/1-10V/10V PWM signal or resistance
• Efficiency:92%（AC230V，full load）
• Guarantee: 10 Years

www.self-ecg.com57 58www.self-ecg.com

262(10-5/16″)

252(9-15/16″)

23(15/16″)

150(5-15/16″)150(5-15/16″)

10(3/8″)

40(1-9/16″)

262×40×23mm
(10-5/16″x1-9/16″x15/16″)

262×40×23mm
(10-5/16″x1-9/16″x15/16″)

pending

pending



Constant Current Fixed Output
CC Basic Series
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IP6
6

CC Basic Series
SLT3-350/700IS-1

CC Basic Series
SLT3-350/700ISC

SLT4-500ISC
SLT6-350/500/700ISC

• Built-in power supply for constant current LED lamp
• With output and input flying leads
• SELV output(<60V)
• Fast start-up time ≤0.5s
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• High efficiency 72%
• ECO design, comply with ERP directives
• Guarantee: 5 Years

• Built-in power supply for constant current LED lamp
• With output and input flying leads
• SELV output(<60V)
• Fast start-up time ≤0.5s
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• High efficiency 66%
• ECO design, comply with ERP directives
• Guarantee: 5 Years

+/-8%

+/-8%

72.0%

67.0%

50℃

45℃

80℃

85℃

350mA

700mA

0.50C

0.50C

AC220-240V

AC220-240V

1.0-3.2W

1.4-2.9W

3-9V

2-4.2V

SLT3-350IS-1*

SLT3-700IS-1*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

50x30x20mm

50x30x20mm

3-12V

3-4.5V

3-9.5V

Dimensions: (mm/inch)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

+/-10%

+/-10%

+/-10%

66.0%

49.0%

63.0%

50℃

50℃

50℃

85℃

85℃

85℃

350mA

700mA

500mA

0.45C

0.45C

0.45C

AC100-240V

AC100-240V

AC100-240V

1.1-4.2W

2.1-3.2W

1.5-4.75W

SLT3-350ISC*

SLT3-700ISC*

SLT4-500ISC*

39

50

30

20

52(2-1/16″)

38(1-1/2″)
46(1-13/16″)

30
(1

-3
/1

6″
)

23
(1

5/
16
″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

GloP66IP6
6
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5-20V

3-12V

3-9V

+/-5%

+/-5%

+/-5%

75.0%

73.0%

71.0%

50℃

50℃

50℃

85℃

85℃

85℃

350mA

500mA

700mA

0.85C

0.85C

0.85C

AC120-240V

AC120-240V

AC120-240V

1.8-7.0W

1.5-6W

2.1-6.3W

SLT6-350ISC*

SLT6-500ISC*

SLT6-700ISC*

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)



Glo
ba
l

• Compact dimensions
• Independent use design
• Compatible with constant current and costant voltage function(350mA and 700mA model)
• SELV output(<60V)
• Low output ripple current ≤±8%
• Fast start-up time ≤0.5s
• No load power consumption ≤0.3W
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• High efficiency 79%
• ECO design, comply with ERP directives
• Guarantee: 5 Years

Dimensions: (mm/inch)

35
(1

-3
/8
″)

20
(1

3/
16
″)

68(2-11/16″)

58(2-1/4″)
64(2-1/2″)

12
(1

/2
″)

CV&CC

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

+/-8%

+/-8%

78.6%

74.5%

45℃

45℃

80℃

80℃

350mA

700mA

0.55C

0.55C

AC220-240V

AC220-240V

2.6-7.2W

2.1-6.3W

7.5-21V

3-9V

3-22V

3-12V

3-8.4V

3-40V

3-29V

3-20V

3-14V

SLT6-350ILs*

SLT6-700ILs*

+/-5%

+/-5%

+/-5%

76.5%

70.0%

70.0%

50℃

50℃

40℃

75℃

75℃

70℃

350mA

500mA

700mA

0.40C

0.40C

0.40C

AC100-240V

AC100-240V

AC100-240V

1-7.7W

1.5-6W

2-5.9W

SLT6-350IL-4*

SLT6-500IL-4*

SLT6-700IL-4*

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

CC Basic Series
SLT6-350/700ILs/SLT6-350/500/700IL-4
SLT10-250/350/500/700IL

• Independent power supply for constant current LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output
• Fast start-up time ≤0.5s
• No load power consumption≤0.5W
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after removal of fault conditions   
• Efficiency: 87.5%(AC230V,full load)                                                                                                                                   
• Guarantee: 5 Years

+/-5%

+/-5%

+/-5%

87.5%

86.7%

85.4%

45℃

45℃

45℃

85℃

85℃

85℃

0.70C

0.70C

0.70C

AC220-240V

AC220-240V

AC220-240V

7.4-15.1W

7.5-15W

7-15.4W

21-43V

15-30V

10-22V

SLT12-350IF-Es*

SLT12-500IF-Es*

SLT12-700IF-Es*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

121x45x16mm

121x45x16mm

121x45x16mm

121
108

16
45 32

350mA

500mA

700mA

CC Basic Series
SLT12-350/500/700IF-Es

www.self-ecg.com63 64www.self-ecg.com

+/-5%

+/-5%

+/-5%

+/-5%

80.0%

80.0%

80.0%

80.0%

50℃

50℃

50℃

50℃

85℃

85℃

85℃

85℃

250mA

350mA

500mA

700mA

0.85C

0.85C

0.85C

0.85C

AC120-240V

AC120-240V

AC120-240V

AC120-240V

0.75-10W

1.05-10W

1-10W

2.1-10W

SLT10-250IL*

SLT10-350IL*

SLT10-500IL*

SLT10-700IL*

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)



CC Basic Series
SLT25-350/500/700ILE-E

+/-5%

+/-5%

+/-5%

87.1%

88.4%

89.1%

45℃

45℃

45℃

80℃

80℃

80℃

0.90C

0.90C

0.90C

AC220-240V

AC220-240V

AC220-240V

9.8-24.5W

9-25W

12.6-25.2W

SLT25-350ILE-E*

SLT25-500ILE-E*

SLT25-700ILE-E*

Dimensions: (mm) Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

121x45x20mm

121x45x20mm

121x45x20mm

• Independent power supply for constant current LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output
• Fast start-up time ≤0.5s
• No load power consumption≤0.5W
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after removal of fault conditions   
• Efficiency 89%(AC230V,full load)                                                                                                                                   
• Guarantee: 5 Years

20
13

.5

45

121

110

114.5

350mA

500mA

700mA

28-70V

18-50V

18-36V

CC Basic Series
SLT30-600/700ILE-E

SLT40-800/900/1050ILE-E

• Independent power supply for constant current LED lamp
• Terminal block for quick connection
• Class II protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.5W
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency: 89.0%(AC230V,full load)           
• Guarantee: 5 Years

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

151

30
40 21

165
158

+/-8%

+/-8%

+/-8%

88.0%

88.5%

88.0%

50℃

50℃

50℃

85℃

85℃

85℃

800mA

900mA

1050mA

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

21.6-36W

24.3-39.6W

28.35-44.1W

27-45V

27-44V

27-42V

SLT40-800ILE-E*

SLT40-900ILE-E*

SLT40-1050ILE-E*

165x40x30mm

165x40x30mm

165x40x30mm

+/-8%

+/-8%

87.6%

89.0%

50℃

50℃

75℃

75℃

600mA

700mA

0.95

0.95

AC220-240V

AC220-240V

16.2-27W

18.9-30.1W

27-45V

27-43V

SLT30-600ILE-E*

SLT30-700ILE-E*

165x40x30mm

165x40x30mm
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Constant Current Fixed Output
CC Linear Series
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• Built-in power supply for constant current LED lamp
• Terminal block for quick connection
• Class I protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.5W
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency 89%(AC230V,full load)
• Multi output current with Dipswitch
• Guarantee: 5 Years

+/-8%

+/-8%

+/-8%

+/-8%

89.0%

89.0%

89.0%

89.0%

50℃

50℃

50℃

50℃

70℃

70℃

70℃

70℃

500mA

600mA

650mA

700mA

0.90C

0.90C

0.90C

0.90C

AC220-240V

AC220-240V

AC220-240V

AC220-240V

13.5-27W

16.2-32.4W

17.6-35.1W

18.9-37.8W

27-54V

27-54V

27-54V

27-54V

SLT35-700IL-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

CC Linear Series
SLT35-700IL-E

30
21

265

278

DIP switch

SLT35-700IL-E

278x30x21mm

278x30x21mm

278x30x21mm

278x30x21mm

CC Linear Series
SLD35-700ILA-E

• Built-in power supply for constant current LED lamp
• Terminal block for quick connection
• Class I protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.5W
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency 86%(AC230V,full load)
• Multi output current with Dipswitch
• 1-10V dimmable
• Guarantee: 5 Years

+/-6%

+/-6%

+/-6%

+/-6%

84.0%

86.0%

86.0%

85.0%

50℃

50℃

50℃

50℃

75℃

75℃

75℃

75℃

350mA

500mA

550mA

700mA

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

2.1-16.8W

3-24W

3.3-26.4W

4.2-33.6W

6-48V

6-48V

6-48V

6-48V

SLD35-700ILA-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

30
21

265

278

278x30x21mm

278x30x21mm

278x30x21mm

278x30x21mm

1-10V Dimmable

DIP switch

SLD35-700ILA-E

1-10V Dimmable
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DIP switch

SLT50-1050IL-E

• Built-in power supply for constant current LED lamp
• Terminal block for quick connection
• Class I protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.5W
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency 89%(AC230V,full load)
• Multi output current with Dipswitch
• Guarantee: 5 Years

+/-8%

+/-8%

+/-8%

+/-8%

89.0%

89.0%

89.0%

89.0%

50℃

50℃

50℃

50℃

85℃

85℃

85℃

85℃

800mA

900mA

950mA

1050mA

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

21.6-43.2W

24.3-48.6W

25.7-51.3W

28.4-56.7W

27-54V

27-54V

27-54V

27-54V

SLT50-1050IL-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

CC Linear Series
SLT50-1050IL-E

278x30x21mm

278x30x21mm

278x30x21mm

278x30x21mm

CC Linear Series
SLT80-1500IL-E

• Built-in power supply for constant current LED lamp
• Terminal block for quick connection
• Class I protection against electric shock from direct and indirect contact
• SELV output(<60V)
• Fast start-up time ≤0.5s
• No load power consumption≤0.5W
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency 87.0%(AC230V,full load)
• Multi output current with Dipswitch
• Guarantee: 5 Years

+/-8%

+/-8%

+/-8%

+/-8%

87.0%

87.0%

87.0%

87.0%

50℃

50℃

50℃

50℃

95℃

95℃

95℃

95℃

1200mA

1300mA

1400mA

1500mA

0.90C

0.90C

0.90C

0.90C

AC220-240V

AC220-240V

AC220-240V

AC220-240V

32.4-64.8W

35.1-70.2W

37.8-75.6W

40.5-81W

27-54V

27-54V

27-54V

27-54V

SLT80-1500IL-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

360×30×21mm

360×30×21mm

360×30×21mm

360×30×21mm

360

30

21

DIP switch

SLT80-1500IL-E

30
21

265

278
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Constant Current Fixed Output
CC DIP Switch Series
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CC DIP Switch Series
SLT20-500IL-UN(for independent use)
SLT20-500IB-UN(for build-in use)

• Multipower driver supplied with dip-switch for the selection of the output current.
• Class II protection against electric shock for direct or indirect contact 
• Driver for built-in or independent use.
• It can be used for lighting equipment in protection class I and II
• Active Power Factor Corrector.
• Free flicker design
• SELV output(<60V)
• Current regulation ±5 % including temperature variations.
• Fast start-up time ≤0.5S
• Open circuit,short circuit,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency:85.0%(AC230V,full load)
• Guarantee: 5 Years 

150mA

200mA

250mA

300mA

350mA

400mA

450mA

500mA

Dimensions: (mm)

DIP switch

SLT20-500IL-UN
SLT20-500IB-UN*

66.7 22

85.3
77.3

41 33

41

22

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

85.0%

85.0%

85.0%

85.0%

85.0%

85.0%

85.0%

85.0%

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

85℃

85℃

85℃

85℃

85℃

85℃

85℃

85℃

0.70C

0.70C

0.70C

0.70C

0.70C

0.90C

0.90C

0.90C

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

5-40V

5-40V

5-40V

5-40V

5-40V

5-40V

5-40V

5-40V

SLT20-500IB-UN

SLT20-500IL-UN*

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datesheet go to www.self-ecg.com or available on request.

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

0.75-6W

1-8W

1.25-10W

1.5-12W

1.75-14W

2-16W

2.25-18W

2.5-20W

Pout

6W

14W

8W

16W

10W

18W

12W

20W

SEC

150mA

350mA

-          -                   -

ON        -          -         

                         ON       --        

                         ON      -ON        

                                     -        ON     ON

ON      ON     ON

200mA

400mA

-          -       ON    

ON        -       ON    

250mA

450mA

300mA

500mA

3      2         1     

SLT20-500IL-UN

SLT20-500IB-UN

• Multipower driver supplied with dip-switch for the selection of the output current.
• Class II protection against electric shock for direct or indirect contact 
• Driver for built-in or independent use.
• It can be used for lighting equipment in protection class I and II
• Active Power Factor Corrector.
• Free flicker design
• SELV output(<60V)
• Current regulation ±7% including temperature variations.
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• High efficiency 87%
• ECO design, comply with ERP directives
• Guarantee: 5 Years 

SLT25-600IL-E
SLT25-600IB-E*

Dimensions: (mm)

DIP switch

CC DIP Switch Series
SLT25-600IL-E(for independent use)

SLT25-600IB-E(for build-in use)

+/-7%

+/-7%

+/-7%

+/-7%

+/-7%

+/-7%

+/-7%

+/-7%

87.0%

87.0%

87.0%

87.0%

87.0%

87.0%

87.0%

87.0%

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

250mA

300mA

350mA

400mA

450mA

500mA

550mA

600mA

0.80C

0.80C

0.80C

0.80C

0.80C

0.80C

0.90C

0.90C

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

SLT25-600IB-E

SLT25-600IL-E*

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datesheet go to www.self-ecg.com or available on request.

6.7-10.5W

8.1-12.3W

9.4-14.7W

10.8-16.8W

12.2-18.9W

13.5-21W

14.8-23.1W

16.2-25.2W

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7x41x22mm
85.3x41x22mm

66.7 22

85.3
77.3

41 33

41

22

SLT25-600IB-E

SLT25-600IL-E
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(                                optional ) (                                optional ) 

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending



CC DIP Switch Series
SLT45-1050IL-E(for independent use)

SLT45-1050IB-E(for build-in use)

Dimensions: (mm)
96

139
131

42

29.8

29.8

42 34

• Multipower driver supplied with dip-switch for the selection of the output current.
• Class II protection against electric shock for direct or indirect contact 
• Driver for built-in or independent use.
• It can be used for lighting equipment in protection class I and II
• Active Power Factor Corrector.
• Free flicker design
• SELV output(<60V)
• Current regulation ±5 % including temperature variations.
• Fast start-up time ≤0.5S
• Open circuit,short circuit,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency:89%(AC230V,full load)
• Guarantee: 5 Years

DIP switch

SLT45-1050IL-E
SLT45-1050IB-E*

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

89.3%

89.4%

89.4%

89.4%

89.3%

89.3%

89.3%

88.7%

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

85℃

85℃

85℃

85℃

85℃

85℃

85℃

85℃

700mA

750mA

800mA

850mA

900mA

950mA

1000mA

1050mA

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

27-40V

SLT45-1050IB-E

SLT45-1050IL-E*

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

96x42x29.8mm
139x42x29.8mm

96x42x29.8mm
139x42x29.8mm

96x42x29.8mm
139x42x29.8mm

96x42x29.8mm
139x42x29.8mm

96x42x29.8mm
139x42x29.8mm

96x42x29.8mm
139x42x29.8mm

96x42x29.8mm
139x42x29.8mm

96x42x29.8mm
139x42x29.8mm

18.9-29.4W

20.3-31.5W

21.6-33.6W

22.9-35.7W

24.3-37.8W

25.6-39.9W

27-42W

28.3-42W

CC DIP Switch Series
SLT35-1000IL-UN(for independent use)
SLT35-1000IB-UN(for build-in use)

• Multipower driver supplied with dip-switch for the selection of the output current.
• Class II protection against electric shock for direct or indirect contact 
• Driver for built-in or independent use.
• It can be used for lighting equipment in protection class I and II
• Active Power Factor Corrector.
• Free flicker design
• SELV output(<60V)
• Current regulation ±5 % including temperature variations.
• Fast start-up time ≤0.5S
• Open circuit,short circuit,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency:88.9%(AC230V,full load)
• Guarantee: 5 Years 

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

84.7%

86.2%

87.0%

87.4%

87.9%

88.2%

88.3%

88.8%

88.9%

88.8%

88.6%

88.3%

88.1%

87.9%

87.6%

86.6%

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

90℃

250mA

300mA

350mA

400mA

450mA

500mA

550mA

600mA

650mA

700mA

750mA

800mA

850mA

900mA

950mA

1000mA

0.80C

0.80C

0.90C

0.90C

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-47V

2-43V

2-41V

2-39V

2-37V

2-35V

SLT35-1000IB-UN

SLT35-1000IL-UN*

SLT35-1000IL-UN

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm
95.6x39x30mm
135.5x39x30mm

0.5-12W

0.6-15W

0.7-17W

0.8-20W

0.9-22W

1-25W

1.1-27W

1.2-30W

1.3-32W

1.4-35W

1.5-35W

1.6-35W

1.7-35W

1.8-35W

1.9-35W

2-35W

127.5

3931

95.6

88.5

30

30

3931

135.5

DIP switch

SLT35-1000IL-UN
SLT35-1000IB-UN*

Pout
12W

27W

35W

15W

30W

35W

17W

32W

35W

20W

35W

35W

22W

35W

25W

35W

SEC
250mA -          -           -          -

                                  -                       -          -
-          -

300mA -          -           - ON
350mA ON
400mA ON     ON
4 0mA5 -

-
-
-
-

-
-

-

-

-

-

-

-
-

-

ON

ON
ON
ON
ON
ON
ON
ON

ON
ON
ON

ON
ON
ON

ON
ON

ON

500mA ON ON- -

1      2      3     4

550mA
600mA
650mA

850mA

700mA

900mA

7 0mA5

9 0mA5

800mA

1000mA

-
-

-ON
ON ON

ON
ON

ON     ON       ON     ON

SLT35-1000IB-UN

SLT45-1050IB-E

SLT45-1050IL-E
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(                                optional ) 

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending

pending



Constant Current Dimming
CC Phase Cut Series
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+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

+/-5%

83.0%

83.5%

80.0%

80.0%

83.0%

83.5%

80.0%

80.0%

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

85℃

85℃

85℃

85℃

85℃

85℃

85℃

85℃

300mA

350mA

500mA

700mA

300mA

350mA

500mA

700mA

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

SLD15-300IL-Es

SLD15-350IL-Es

SLD15-500IL-Es

SLD15-700IL-Es

SLD15-300IB-Es

SLD15-350IB-Es

SLD15-500IB-Es*

SLD15-700IB-Es*

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

7.2-15W

8.4-14.7W

4.5-15W

6.3-15.4W

7.2-15W

8.4-14.7W

4.5-15W

6.3-15.4W

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

85.3x41x22mm

85.3x41x22mm

85.3x41x22mm

85.3x41x22mm

66.7x41x22mm

66.7x41x22mm

66.7x41x22mm

66.7x41x22mm

24-50V

24-42V

9-30V

9-22V

24-50V

24-42V

9-30V

9-22V

CC Phase Cut Series
SLD15-300/350/500/700IL-Es(for independent use)
SLD15-300/350/500/700IB-Es(for build-in use)

CC Phase Cut Series
SLD12-150/180/240/300/350/500IL-Es

Dimensions: (mm)

*For product datasheet go to www.self-ecg.com or available on request.

+/-10%

+/-8%

+/-5%

+/-5%

+/-5%

+/-5%

75.0%

78.0%

85.0%

84.6%

84.6%

78.0%

45℃

45℃

45℃

40℃

40℃

40℃

70℃

75℃

75℃

75℃

75℃

80℃

150mA

180mA

240mA

300mA

350mA

500mA

0.90C

0.90C

0.90C

0.90C

0.90C

0.90C

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

3.9-7.5W

4.68-9W

6.24-12W

8.1-12W

4.68-12W

7.5-12W

26-50V

26-50V

26-50V

27-40V

23-36V

15-24V

SLD12-150IL-Es*

SLD12-180IL-Es*

SLD12-240IL-Es*

SLD12-300IL-Es*

SLD12-350IL-Es*

SLD12-500IL-Es*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

121×45×20mm

121×45×20mm

121×45×20mm

121×45×20mm

121×45×20mm

121×45×20mm

• Independent dimmable power supply for constant current LED lamp
• Terminal block quick connection
• Class II protection against electric shock from direct and indirect contact
• The output current of the power supply could be dimmed between 10%-100% by trailing edge or leading edge dimmers
• Ripple free constant output current
• High compatable for different dimmers
• Fast start-up time ≤0.5s
• Quiet design,working noise is less than 30dB
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency:85%(AC230V，full load）
• Guarantee:5 years

13.5
20

45

121

110
114.5

66.7 22

85.3
77.3

41 33

41

22

• Driver for built-in or independent use.
• Dimmable power supply for constant current LED lamp
• Active Power Factor Corrector.
• Used for lighting equipment in protection class I and II
• The output current of the power supply could be dimmed between 10%-100% by trailing edge or leading edge dimmers
• Open circuit，short circuit，over load  protection
• Free flicker design
• Guarantee:5 years

www.self-ecg.com81 82www.self-ecg.com

SLD15-300/350/500/700IB-Es

SLD15-300/350/500/700IL-Es

(                                optional ) 



CC Phase Cut Series
SLD20-350/500/700IL-Es

+/-8%

+/-8%

+/-8%

81.8%

80.8%

78.5%

40℃

40℃

40℃

90℃

90℃

90℃

350mA

500mA

700mA

0.90C

0.90C

0.90C

AC220-240V

AC220-240V

AC220-240V

10.5-18.9W

10-20W

10.5-20.3W

30-54V

20-40V

15-29V

SLD20-350IL-Es *

SLD20-500IL-Es*

SLD20-700IL-Es*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request. 

121×45×20mm

121×45×20mm

121×45×20mm

• Independent dimmable power supply for constant current LED lamp
• Terminal block quick connection
• Class II protection against electric shock from direct and indirect contact
• The output current of the power supply could be dimmed between 10%-100% by trailing edge or leading edge dimmers
• Ripple free constant output current
• High compatable for different dimmers
• Fast start-up time ≤0.5s
• Quiet design,working noise is less than 30dB
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency:81.8%（AC230V，full load）
• Guarantee:5 years

13.5
20

45

121

110
114.5

CC Phase Cut Series
SLD30-500/600/700IL-Es
SLD40-700/800/900IL-Es

Dimensions: (mm)

Specifications

• Independent dimmable power supply for constant current LED lamp
• Class II protection against electric shock from direct and indirect contact
• It can be used for lighting equipment in protection class I and II.
• The output current of the power supply could be dimmed between 10%-100% by trailing edge or leading edge dimmers
• Ripple free constant output current
• High compatable for different dimmers
• Fast start-up time ≤0.5s
• Quiet design,working noise is less than 30dB
• Open circuit，short circuit，over load and overtemperature protection
• Auto restart after fault conditions removal
• Efficiency:86%（AC230V，full load)
• Guarantee:5 years

+/-5%

+/-5%

+/-5%

86.0%

86.0%

86.0%

40℃

40℃

40℃

75℃

75℃

75℃

500mA

600mA

700mA

0.90C

0.90C

0.90C

AC220-240V

AC220-240V

AC220-240V

15-30W

15-30W

14.7-29.4W

30-60V

25-50V

21-42V

SLD30-500IL-Es *

SLD30-600IL-Es*

SLD30-700IL-Es*

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

165x40x30mm

165x40x30mm

165x40x30mm

151

165
158

30

40 22

+/-5%

+/-5%

+/-5%

87.0%

87.0%

86.0%

40℃

40℃

40℃

75℃

75℃

75℃

700mA

800mA

900mA

0.95

0.95

0.90C

AC220-240V

AC220-240V

AC220-240V

21-38.5W

20-40W

19.8-39.6W

30-55V

25-50V

22-44V

SLD40-700IL-Es *

SLD40-800IL-Es*

SLD40-900IL-Es*

*For product datasheet go to www.self-ecg.com or available on request.

165x40x30mm

165x40x30mm

165x40x30mm
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Constant Current Dimming
CC 1-10V Series
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CC 1-10V Series
SLD20-350/400/450/500ISA-E
SLD30-550/600/650/700ISA-E

CC 1-10V Series
SLD40-800/900/1050ISA-E

+/-6%

+/-6%

+/-6%

+/-6%

+/-6%

+/-6%

+/-6%

+/-6%

80.0%

82.0%

81.0%

82.0%

83.4%

84.0%

83.5%

84.0%

50℃

50℃

50℃

50℃

50℃

50℃

50℃

50℃

80℃

80 ℃

80℃

80℃

85℃

85℃

85℃

85℃

350mA

400mA

450mA

500mA

550mA

600mA

650mA

700mA

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

2.1-15.4W

2.4-17.6W

2.7-19.8W

3-22W

3.3-24.2W

3.6-26.4W

3.9-28.6W

4.2-30.8W

6-44V

6-44V

6-44V

6-44V

6-44V

6-44V

6-44V

6-44V

SLD20-350ISA-E*

SLD20-400ISA-E*

SLD20-450ISA-E*

SLD20-500ISA-E*

SLD30-550ISA-E *

SLD30-600ISA-E*

SLD30-650ISA-E*

SLD30-700ISA-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

• Independent dimmable power supply for constant current LED lamp
• Terminal block input,terinal block output
• Suitable for both Class I and Class II luminaires
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output
• 10-100% dimming range by 150kΩ potentiometer or 1-10V dimmer(electronic 
   potentiometer)
• Fast start-up time ≤0.5s
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency:82%（AC230V，full load）
• Guarantee: 5 Years

22

58
.5

67

96
106

1-10V Dimmer

Input

• Independent dimmable power supply for constant current LED lamp
• Terminal block input,terinal block output
• Suitable for both Class I and Class II luminaires
• Class II protection against electric shock from direct and indirect contact
• No-filker
• SELV output
• 10-100% dimming range by 150kΩ potentiometer or 1-10V dimmer(electronic 
   potentiometer)
• Fast start-up time ≤0.5s
• Open circuit，short circuit，over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency:85%(AC230V，full load）
• Guarantee: 5 Years

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

+/-6%

+/-6%

+/-6%

85.6%

85.9%

85.0%

50℃

50℃

50℃

85℃

85 ℃

85℃

800mA

900mA

1050mA

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

4.8-35.2W

5.4-39.6W

6.3-46.2W

6-44V

6-44V

6-44V

SLD40-800ISA-E*

SLD40-900ISA-E*

SLD40-1050ISA-E*

122×78×22mm

122×78×22mm

122×78×22mm

22

68
.5 78

110
122

1-10V Dimmer

Input
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CC DALI Series
SLD60-800IBD-E

Constant Current Dimming
CC DALI Series

500

700
800

Iout  select
1 2

ON
ON

Po(W)Io(mA)

37.5

52.5
60.0

Iin(A)

0.22

0.30
0.34ON ON

600 45.0 0.26

DALI or PUSH Dimmable

SLD60-800IBD-E

• Built-in power supply for constant current LED lamp
• Adjustable output current (According to the switches selection or DALI)
• Terminal block for quick connection
• No-filker
• Class I protection against electric shock from direct and indirect contact 
• SELV output(<60V)
• Fast start-up time ≤0.5s
• Open circuit ,short circuit ,over load and over temperature protection
• Auto restart after fault conditions removal
• Efficiency 88.5%(AC230V,full load)
• 5-100% dimming range by DALI or PUSH DIM(with memory function)
• Guarantee: 5 Years

+/-7%

+/-7%

+/-7%

+/-7%

88.4%

88.5%

88.3%

88.3%

50℃

50℃

50℃

50℃

85℃

85℃

85℃

85℃

500mA

600mA

700mA

800mA

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

21.6W-43.2W

24.3-48.6W

25.7-51.3W

28.4-56.7W

10-75V

10-75V

10-75V

10-75V

SLD60-800IBD-E*

Dimensions: (mm)

Specifications

Model Output ta tc Size ApprovalPF Output voltage
rangeRated input EfficiencyToleranceOutput Power 

range

*For product datasheet go to www.self-ecg.com or available on request.

278x30x21mm

278x30x21mm

278x30x21mm

278x30x21mm

30
21

265

278
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Wireless Dimming Controller

PIR Sensor Switch

PIR Sensor Switch

Standard Dimmer

IR Sensor Switch

LED intelligent control system, catering to different needs of each area, as 
an add-on optical part of the intelligent, fully-integrated, consistently 
upgrade lighting solutions.

Controller Application Areas

Wireless RGB Controller

Wireless Color Temperature Controller

In-line Dimmer
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On the perspective of practical humanized design concept, series of PIR and IR switches have the 
features of small size, safe and reliable, strong sensitivity. Selectable power supply with high voltage 
and low voltage has expanding the application fields. With a great integration of new technology and 
smart shape design, we have tried our best to give more vitality into the customer's life.

Sensor
PIR Sensor IR Sensor Touch Sensor Microwave Sensor
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PIR Sensor (Line Voltage)
SHE-B-250

PIR Sensor (Line Voltage)
SHE-B-250S

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No. Rated input 
voltage

LED Driver
Rated load

100VA(AC 100V)
240VA(AC 240V)

AC100-240V AC100-240V Max.1A

Rated output 
voltage Rated current

83x35x19mm
(3-1/4″x1-3/8″x3/4″)

SHE-B-250S

Sensor
(Optional)

Sensor (Optional)

(  15/16”)
24.3 18.8

(12/16”)
2000

(78-12/16”)

Hole opening
diameter(D) 

NO

Dimension in mm(inch)

Sensor 1:
T/SLF5.876.045

Sensor 2:
SLF5.876.019

Light
Sensitivity* 

80-160 lux

NO

YES

Day Light
Detection

20

Note: *When the sensor detects ambient light illumination >160lux, the sensor controller shuts off the 
auto-detect mode.
When the sensor detects ambient light illumination <80lux, the sensor controller starts the auto-detect mode.

• Human-body detection sensor
• Detection range: Max. 2.5m(98-7/16″)
• Detection angle: 80°
• Delay time: 8s(test location), 30s,1min,3min,5min,10min
• Grouped by wireless pairing
• Wireless transmission distance：15m
• Can be switched on/off by KZQ-8YKB

Installation

TOP VIEW

80°

1(
39

-3
/8
″)~

2M
(7

8-
3/

4″
)

0.5(19-11/16″)~2.5M(98-7/16″)

SIDE VIEW
This part should be
parallel to the floor

GOOD SENSITIVITY POOR SENSITIVITY

This part should be parallel to the floor

Sensitivity: Highest

Fix position: 1-2m in height

1
2
3

The detection range for the
suspended installation:

Output: AC100-240V

Input: AC100-240V

LED

PIR Sensor

SHE-B-250S

Constant voltage
LED Power Supply

Output: AC100-240V

Input: AC100-240V

LED

PIR Sensor

SHE-B-250S

Constant voltage
LED Power Supply

83(3-1/4″)

35
(1

-3
/8
″)

19
(3

/4
″)

1500(59-1/16″)

20
(  13/16″)

83(3-1/4″)

35
(1

-3
/8
″)

19
(3

/4
″)

1500(59-1/16″)

20
(  13/16″)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

Installation

L x W x HModel No. Rated input 
voltage

LED Driver
Rated load

100VA(AC 100V)
240VA(AC 240V)

AC100-240V AC100-240V Max.1A

Rated output 
voltage Rated current

     83x35x19mm
(3-1/4″x1-3/8″x3/4″)

SHE-B-250

• Human-body detection sensor
• Detection range: Max. 2.5m(98-7/16″)
• Detection angle: 80°
• Detection time: 10sec~3min
• KEMA approved 

Output: AC100-240V

Input: AC100-240V

LED

PIR Sensor

SHE-B-250

Constant voltage
LED Power Supply

Sensor
(Optional)

Sensor (Optional)

(  15/16”)
24.3 18.8

(12/16”)
2000

(78-12/16”)

Hole opening
diameter(D) 

NO

Dimension in mm(inch)

Sensor 1:
T/SLF5.876.045

Sensor 2:
SLF5.876.019

Light
Sensitivity* 

80-160 lux

NO

YES

Day Light
Detection

20

Note: *When the sensor detects ambient light illumination >160lux, the sensor controller shuts off the 
auto-detect mode.
When the sensor detects ambient light illumination <80lux, the sensor controller starts the auto-detect mode.

TOP VIEW

80°

1(
39

-3
/8
″)~

2M
(7

8-
3/

4″
)

0.5(19-11/16″)~2.5M(98-7/16″)

SIDE VIEW
This part should be
parallel to the floor

GOOD SENSITIVITY POOR SENSITIVITY

This part should be parallel to the floor

Sensitivity: Highest

Fix position: 1-2m in height

1
2
3

The detection range for the
suspended installation:

Dimensions: (mm/inches) Dimensions: (mm/inches)
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PIR Sensor (Low Voltage)
SHE-B-60

PIR Sensor (Line Voltage)
HZK206

*For product datesheet go to www.self-ecg.com or available on request.

Dimensions: (mm/inches)

1500(59-1/16″)70(2-3/4″)

86(3-3/8″) 16.2(5/8″)

40
(1

-9
/1

6″
)

  2
4.

3
(  

15
/1

6″
)

20
(  13/16″)

12 (1
/2
″)

• Human-body detection sensor
• Detection range: Max. 2.5m(98-7/16″)
• Detection angle: 80°
• Detection time: 10sec~3min
• Selectable output connection: terminal block and mini plug

Specifications

L x W x HModel No. Rated Supply

DC 12V

DC 24V

DC 12V

DC 24V

Max.30W

Max.60W

Rated output 

86x40x12mm
(3-3/8″x1-9/16″x1/2″)

SHE-B-60

Rated load

LED

LED

Input

Output:DC12V/24V

~AC Constant voltage
LED Power Supply

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No. Rated voltage

AC220-240V
Max.4A 200W(Inductive) 

Max.1A 
240VA(AC 240V)

Rated current

 110x66x70mm
(4-5/16″x2-5/8″x2-3/4″)HZK206

Dimensions: (mm/inches)

110(4-5/16″)

70
(2

-3
/4
″)

66(2-5/8″)

• Load: 1000W(Resistive）
• Detection range: Max.12m(472-7/16″)
• Detection angle: 210 degree
• Time delay: 10s-10min. adjustable,
• Light sensitivity: 30lux adjustable,
• Protection class: IP44
• Housing color: black or white
• Stand by power≤0.5W

Application

12M(472-7/16″)

2.
5M

(9
8-

7/
16
″)

60°

45°

10s-10Min

LED

Output: AC220-240V

Input: AC220-240V

HZK206 Constant voltage
LED Power Supply

LED Driver
Rated load

TIME
-+

Installation

TOP VIEW

80°

1(
39

-3
/8
″)~

2M
(7

8-
3/

4″
)

0.5(19-11/16″)~2.5M(98-7/16″)

SIDE VIEW
This part should be
parallel to the floor

GOOD SENSITIVITY POOR SENSITIVITY

This part should be parallel to the floor

Sensitivity: Highest

Fix position: 1-2m in height

1
2
3

The detection range for the
suspended installation:

Sensor (Optional)

Sensor
(Optional)

(  15/16”)
24.3 18.8

(12/16”)
2000

(78-12/16”)

Hole opening
diameter(D) 

NO

Dimension in mm(inch)

Sensor 1:
T/SLF5.876.045

Sensor 2:
SLF5.876.019

Light
Sensitivity* 

80-160 lux

NO

YES

Day Light
Detection

20

Note: *When the sensor detects ambient light illumination >160lux, the sensor controller shuts off the 
auto-detect mode.
When the sensor detects ambient light illumination <80lux, the sensor controller starts the auto-detect mode.
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IR Sensor (Line Voltage)
HZK218B

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No.

83x35x19mm
(3-1/4″x1-3/8″x3/4″)

HZK218B

Dimensions: (mm/inches)

• IR sensor
• Detection range: less than 5cm(2″) is recommended
• Standby power consumption: <0.5W
• KEMA approved

2000(78-3/4″)

Application

Sensor (Options)

  Sensor Hole opening 
diameter(D)

  11mm
(  7/16″)

 13mm
(  1/2″)

Rated Input 
Voltage

AC100-240V AC100-240V

Rated Output 
Voltage

Max.1A

Rated current LED Driver
Rated load

100VA(AC 100V)
240VA(AC 240V)

83(3-1/4″)

35
(1

-3
/8
″)

19
(3

/4
″)

Detector mounted
position

Open door: lamps turn on Close door: lamps turn off  

Plug into the socket

IR Sensor

HZK218B

Input:AC100-240V

output:AC100-240V

LED

Constant voltage
LED Power Supply

IR Sensor (Line Voltage)
HZK218C

Dimensions: (mm/inches)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No.

83x35x19mm
(3-1/4″x1-3/8″x3/4″)HZK218C

• IR sensor
• Detection range: less than 5cm(2″) is recommended
• Standby power consumption: <0.5W
• KEMA approved

Application

Rated Input 
Voltage

AC100-240V AC100-240V

Rated Output 
Voltage

Max.1A

Rated current
LED Driver
Rated load

100VA(AC 100V)
240VA(AC 240V)

Move hand before the detector the first time: lamps turn on,
Move hand before the detector the second time: lamps turn off.

Plug into the socket

IR Sensor

HZK218C

Input:AC100-240V

output:AC100-240V

LED

Constant voltage
LED Power Supply

Sensor (Options)

  Sensor Hole opening 
diameter(D)

  11mm
(  7/16″)

 13mm
(  1/2″)

2000(78-3/4″)

83(3-1/4″)

35
(1

-3
/8
″)

19
(3

/4
″)
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IR Sensor (Low Voltage)
HZK221/HZK231

IR Sensor (Low Voltage)
HZK221/HZK231

Specifications

Model No.

Dimensions: (mm/inches)

• IR sensor for LED lighting
• With 2 selectable functions

Sensor (Options)

HZK231HZK221

LED

Input

Output: DC 12V/24V

Sensor

Suitable for use inside the light fixture Sensor

LED

Application

Input

Output: DC 12V/24V

HZK231

HZK221

1. To set the function, first connect to power supply.
2. Pressing the button switches the function from one to the 
    other and vice versa. 

Function set

1. If mounted behind a door, please select the monostable function
2. Open the door, the lamps turn on
3. Close the door, the lamps turn off 

Function1 (Monostable function)

 
 

1. If mounted outside a door or a cabinet, please select the   
    bistable function
2. Move hand over the sensor, the lamps turn on 
3. Move hand over the sensor once again, the lamps 
    turn off

Function 2 (Bistable function)

Constant voltage
LED Power Supply

Constant voltage
LED Power Supply

~AC

~AC

L x W x HRated supply Rated load ta

DC 12V
DC 24V

-20~35℃ Less than 5cm(2″) is recommended 63x10.8x11.8mm
(2-1/2″x7/16″x1/2″)

Detect range Other function

Function set
*Memory function

Max.24W
Max.48W

HZK221

DC 12V
DC 24V

-20~35℃ Less than 5cm(2″) is recommended 63x10.8x11.8mm
(2-1/2″x7/16″x1/2″)

Function set
*Memory function

Max.15W
Max.30W

HZK231

*Memory function: In case of power failure, the device will return to its previous state prior to power cut off.

63(2-1/2″)

10
.8

(7
/1

6″
)

11.8(1/2″)

14(   9/16″)

Sensor Hole opening 
diameter(D)

  11mm(  7/16″)

 13mm(  1/2″)

Vi n

Vout

2500(98-7/16″)

2480(97-5/8″
)

Input D
C 12/24V

Output D
C 12/24V

Input D
C 12/24V

Button

65~70mm
(2-9/16″~2-3/4″)

   12~13m
m

(   1/2″~1/2″)

Vi n

Vout

200(7-7/8″
)

1500(59-1/16″)

500(19-11/16″)

Input DC 12V/24V
Output DC 12V/24V
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IR Sensor (Low Voltage)
SHE-Z-60C

Application

Function 

IR Sensor (Low Voltage)
SHE-Z-60C

Dimensions: (mm/inches)

Sensor (Options)

86(3-6/16″)

78(3-1/16″)

70(2-12/16″)

40(1-9/16″)

12(8/16″)

• IR sensor for LED lighting
• With 2 selectable functions before installation
• Detection range: less than 5cm(2″) is recommended
• Selectable output connection: terminal block and mini plug

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

Model No. Rated Supply

DC 12V

DC 24V

Max.30W

Max.60W
SHE-Z-60C

Rated load

Attentions

!
Sensor 3：
SLF5.876.027

Sensor 2：
SLF5.876.022

Sensor 1：
SLF5.876.017

﹤8mm

﹤5mm

Sensor

﹥1mm 

17.5 11 2000

22.5

14

10 2000

2000

17.5 12 2000

Hole opening 
diameter(D)

Board 
thickness(L)

   18mm

Transparent materials(Glass, 
Plexiglass, etc) should be 
installed close to the sensor 
without hindering function. The 
thickness of the material should 
be less than 6mm.

 13mm

 13mm

 13mm surface 
mounted

20.5
Sensor 4:
SLF5.876.031

Options

Standard

Optional

Optional

Optional

Optional

Dimension(mm)

＜40mmTouch pad

500
25

25
3.5

Touch pad

Monostable function

A B

A/B Sensor state
3 steps Dou color temperature@light on√

√

X

X

□

■

□

■

Dimming @light on

Switch on/off

Dimming@light on，Dou color
temperature @ light off

□: Short cover
■: Long cover
X�: Non connect
√: Connect

Touch pad

Touch padMode

Touch pad

Bistable function

A B

A/B Sensor state
√

√

X

X

□

■

□

■

Switch on/off

Dimming@light on，Dou color
temperature @ light off

Switch on/off

Dimming@light on，Dou color
temperature @ light off

□: Short cover
■: Long cover
X�: Non connect
√: Connect

Touch pad

Touch padMode

LED
Input

Output:DC12V/24V
Constant voltage
LED Power Supply~AC

IN ss ds

Monostable function

IN ss ds

Bistable function

A sensor B sensorA sensor B sensor

Mode A sensor B sensor Function
□ X Switch on/off

■ X Duo color Temperature

Duo color Temperature

X □ Switch on/off

X ■

■

Dimming 5%-100%

Switch on/off

Dimming 5%-100%

□

■

□

Switch on/off

□：short cover
■：long cover
X：non connect

without cover

A B

○

○

○

○

○：

A sensor B sensor State
● ● Switch off

Switch off

Switch on

Switch on

Switch on

Switch off

Switch on

Switch on

○ ●

● ○

○ ○

● X

○ X

X ●

X ○

○：without cover
●：cover
X：non connect

A B

Mode

www.self-ecg.com103 104www.self-ecg.com



IR Sensor (Low Voltage)
SHE-Z-60

Dimensions: (mm/inches)
Dimensions: (mm/inches)

Sensor (Options)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

Model No. Rated Supply

DC 12V

DC 24V

Max.30W

Max.60W
SHE-Z-60

Rated load

• IR sensor for LED lighting
• With 2 selectable functions before installation
• Detection range: less than 5cm(2″) is recommended
• Selectable output connection: terminal block and mini plug

Application

Function1 (Monostable function)

Function 2 (Bistable function)1. If mounted behind a door, please select the monostable function
2. Open the door, the lamps turn on
3. Close the door, the lamps turn off 1. If mounted outside a door or a cabinet, please select the bistable function

2. Move hand over the detector, the lamps turn on 
3. Move hand over the detector once again, the lamps turn off

IR Sensor (Low Voltage)
MINI IR

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No.

• IR sensor for indoor 12V/24V LED lighting
• Dimming range：5%～100%

Application

25(1″)

6.
3(

1/
4″

)

1.On/Off

2.To dim

1. Move hand over the sensor, the lamps turn on 
2. Move hand over the sensor once again, the lamps 
    turn off

MINI IR-1705LV

Rated supply Rated load ta

DC 12V

DC 24V
-20~35oC

Max.18W

Max.36W

Input

Constant Voltage
LEDPower Supply

Output: DC 12V/24V

IR Sensor

~AC

LED

70(2-3/4″)

86(3-3/8″)

40
(9

/1
6″

)

30
(1

-3
/1

6″
)

12 (1
/2
″)

Attentions

!
Sensor 3：
SLF5.876.027

Sensor 2：
SLF5.876.022

Sensor 1：
SLF5.876.017

﹤8mm
  (5/16″)

﹤5mm
  (3/16″)

  Sensor
 (Options)

﹥1mm
   (1/16″)

(  11/16″)
17.5 11

(7/16″)
2000

(78-3/4″)

(  7/8″)
22.5 10

(3/8″)
2000

(78-3/4″)

(  11/16″)
17.5 12

(1/2″)
2000

(78-3/4″)

Hole opening 
diameter(D)

Board 
thickness(L)

   18mm
(  11/16″)

Transparent materials(Glass, 
Plexiglass, etc) should be 
installed close to the sensor 
without hindering function. The 
thickness of the material should 
be less than 6mm (1/4″).

 13mm
(  1/2″)

 13mm
(  1/2″)

Dimensions: (mm/inches)

(  9/16″)
14 2000

(78-3/4″)
 13mm
(  1/2″)

surface 
mounted

(13/16”)
20.5

Sensor 4:
SLF5.876.031

Function1 Function2

Function1 Function2

Plug into the socket

LED

LED

Input

Output:DC12V/24V
Constant voltage
LED Power Supply~AC
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30x25x6.3mm
(1-3/16″x1″x1/4″)

1.  Move hand over the sensor and hold for more than 1second. 
     The brightness level will cycle from 5% to 100%,and keep the 
     brightest or darkest level.
2. Once hand move away, the lamp will remain brightness level  as 
    dimmed.  Repeat step 1, brightness level will cycle from 100% 
    to 5% reversely.  



Touch Sensor (Low Voltage)
KZQ-CM-B

Touch Sensor (Line Voltage)
HZK201

Dimensions: (mm/inch)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No. Rated input 
voltage

LED Driver
Rated load

240VA(AC 240V)AC220-240V 500VA Max.2A

Load Rated current

106x32x21mm
(4-3/16″x1-1/4″x13/16″)

HZK201

• Touching-wire length:Max.1.5m(59-1/16″)
• Touch sensitivity adjustable 

Application

Inserted Touch Switch

1. Touch to power on
2. Touch again to power off

Dimensions: (mm/inch)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No. Rated input ta

-20~35℃
DC 12V

DC 24V

2 x 30W

2 x 60W

Rated load

KZQ-CM-B

• Touch sensor 
• Used behind mirror
• Memory function

Function:

Thickness of mirror

Less than 5mm 
is recommended

Fixed  by screwing

LED

Touch 
Intput: AC220-240V

Output: AC220-240V

HZK201 Constant voltage
LED Power Supply

Short touch(＜1s): On/Off
Long touch(＞1s): Dimming from 5%~100%

25(1″) 25(1″)

11(7/16″)

40
(1-9/16″)

98(3-7/8″)

Accessories:

Installation bracket with 
double-sided adhesive tape

TS-002
(12V or 24V version)

(Optional)

KZQ-CM-B

12V/24V 
LED Power Supply

Electric heating 
element

L
N

TS-002

The ON/OFF of Electric heating element is Synchronous with KZQ-CM-B via the TS-002

 LED

21
(1

3/
16
″)

106(4-3/16″)

100(3-15/16″)

32(1-1/4″)

20
(  13/16″)
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98x40x11mm
(3-7/8″x1-9/16″x7/16″)



Touch Sensor (Low Voltage)
KZQ-CM-BC

Dimensions: (mm/inch)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No. Rated input ta

-20~35℃
DC 12V

DC 24V

2 x 30W

2 x 60W

Rated load

KZQ-CM-BC

• Touch sensor 
• Used behind mirror
• Memory function

Function:

Thickness of mirror

Less than 5mm 
is recommended

Touch Sensor (Low Voltage)
MINITOUCH

Dimensions:(mm/inch)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No.

• Touch Dimmer for indoor 12V/24V LED lighting
• Dimming range：5%～100%

Application

Ø
20(Ø

13/16″)

10
(3

/8
″)

12(1/2″)
Ø17.6(11/16″)

1.On/Off

2.To dim

1. First connect to power supply.
2. To turn on/off: quickly touch the  dimmer indirectly (less than 1 second)

MINI TOUCH-1705LV

Rated supply Rated load ta

DC 12V

DC 24V
-20~35oC

Max.18W

Max.36W

Touch Sensor
Input

Constant Voltage
LEDPower Supply

Output: DC 12V/24V

~AC

LED

Accessories:

Installation bracket with 
double-sided adhesive tape

TS-002
(12V or 24V version)

(Optional)

Short touch(＜1s): On/Off
Long touch(＞1s): Dimming from 5%~100%

Short touch(＜1s): On/Off
Long touch(＞1s): Dimming from 5%~100%

Short touch(＜1s): adjust CCT to cold white，
                                nature white, warm white
Long touch(＞1s): adjust CCT from cold white 
                               to warm white

Short touch(＜1s): On/Off

Short touch(＜1s): Dimming level 5%,30%,60%,100%
Long touch(＞1s): Dimming from 5%~100%

1

1
2
3

1
2
3

2
3

Short touch(＜1s): adjust CCT to cold white，
                              nature white, warm white
Long touch(＞1s): adjust CCT from cold white 
                              to warm white

KZQ-CM-BC

12V/24V 
LED Power Supply

Electric heating 
element

L
N

TS-002

LED

LED

The ON/OFF of Electric heating element is Synchronous with KZQ-CM-BC via the TS-002
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98x40x11mm
(3-7/8″x1-9/16″x7/16″)

25(1″) 25(1″)

11(7/16″)

40
(1-9/16″)

98(3-7/8″)

Ø20x12mm
(13/16″x1/2″)

1.  Touch the dimmer indirectly and hold for more than 1second. 
     The brightness level will cycle from 5% to 100%,and keep the 
     brightest or darkest level.
2. Once hand move away, the lamp will remain brightness level  as 
    dimmed.  Repeat step 1, brightness level will cycle from 100% 
    to 5% reversely.  



Microwave Sensor (Low Voltage)
SWE-L150-24V/SWE-L150-24V-1

Dimensions: (mm/inches)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No. Rated input ta

-20~35℃
DC 12V

DC 24V

75W

150W

Rated load

SWE-L150-24V

Dimming

0/100%

-20~35℃
DC 12V

DC 24V

75W

150W
SWE-L150-24V-1 50/100%

• 5.8GHZ signal control
• Detect distance: 1-8m(to be set), without obstruction 
• Delay time:10sec-10min(to be set)
• Detect Angle:130°
• Application:Underground parking, aisles of library, supermarket and office.

Approval

Application

Functions：
SWE-L150-24V:
When human-body or objects moves in the detection range, LED lamp will turn on.
When human-body leaves the detection range or no motion detected in the detection range, 
LED lamp will turn off after delay time.

SWE-L150-24V-1:
When human-body or objects moves in the detection range, LED lamp will turn on.
When human-body leaves the detection range or no motion detected in the detection range, 
LED lamp will last at 5% brightness after delay time

1. Top mounting position: 2.5~3m in height，Side mounting position: 1~2m in height.

2. Front side printed logo should point to the detection direction.

3. The detection can't penetrate metal material, but can penetrate nonmetal material, 
    such as wooden board, glass, plastics, etc. The detection range will decrease than 
    those of barrier-free. Sensitivity can be adjusted according to measured value in installation.    

   

45
.4

(1
-1

3/
16
″) 18.5(3/4″)

84.3(3-5/16″)

88.3(3-1/2″)

LED Power Supply

Rated output voltage: DC12/24V

Rated input voltage: DC12/24V

LED

LED

SWE-L150-24V-1

SWE-L150-24V

~AC

Adjustable delay：10s-10Min

Adjustable sensitivity

__ +

time sensitivity

Detection area 

Installation Position:

360° 0° 10°350°340°
330°

320°
310°

300°
290°

280°

270°

260°

250°
240°

230°
220°

210°
200°190°

20°
30°

40°
50°

60°

70°
80°

90°

100°

110°

120°
130°

140°
150°

160°
170°180°

Top View Detection Range
SIDE mounting

1~8m

TOP mounting

130°130°

D=15m

TOP mounting SIDE mounting

1~
2m

2.
5~

3m
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88.3x45.4x18.5mm
(3-1/2″x1-13/16″x3/4″)

88.3x45.4x18.5mm
(3-1/2″x1-13/16″x3/4″)



Microwave Sensor (Line Voltage)
SWE-L250-240V

Dimensions: (mm/inches)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No.

SWE-L250-240V Max.1AAC100-240V AC100-240V

• 5.8GHZ signal control
• Detect distance: 1-8m(to be set), without obstruction 
• Delay time:10sec-10min(to be set)
• Detect Angle:130°
• Application:Underground parking, aisles of library, supermarket and office.

Approval

Application

Rated input
voltage

Rated output
voltage

Rated 
current

LED Driver
Rated load

75VA(AC 100V)
150VA(AC 240V)

Functions：
When human-body or objects moves in the detection range, LED lamp will turn on.
When human-body leaves the detection range or no motion detected in the detection range, 
LED lamp will turn off after delay time.

Detection area 

Installation Position:

360° 0° 10°350°340°
330°

320°
310°

300°
290°

280°

270°

260°

250°
240°

230°
220°

210°
200°190°

20°
30°

40°
50°

60°

70°
80°

90°

100°

110°

120°
130°

140°
150°

160°
170°180°

Top View Detection Range
SIDE mounting

1~8m

TOP mounting

130°130°

D=15m

TOP mounting SIDE mounting

1~
2m

2.
5~

3m

1. Top mounting position: 2.5~3m in height，Side mounting position: 1~2m in height.

2. Front side printed logo should point to the detection direction.

3. The detection can't penetrate metal material, but can penetrate nonmetal material, 
    such as wooden board, glass, plastics, etc. The detection range will decrease than 
    those of barrier-free. Sensitivity can be adjusted according to measured value in installation.    

   

LED Power Supply

LED Power Supply

Rated output voltage: AC100-240V

Rated input voltage: AC100-240V

LED

LED
SWE-L250-240V

Adjustable delay：10s-10Min

Adjustable sensitivity

__ +

time sensitivity

45
.4

(1
-1

3/
16
″) 18.5(3/4″)

84.3(3-5/16″)

88.3(3-1/2″)
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88.3x45.4x18.5mm
(3-1/2″x1-13/16″x3/4″)



Standard
Dimmer Dimmer

Light motivates affinity between people and the surrounding environment. SELF 

dimmers have fully demonstrated the perfect harmony between lighting technology 

and modern personalized life: intelligent small size, unique design, diversified 

applications, thus meeting the continuous pursuits of indoor atmosphere control 

based on personal preferences. 

In-line
Dimmer

ent. SELF 

g technology

versified 
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PIR Sensor
Switch



Standard Dimmer
KZQ-5B

In-line Dimmer
KZQ15-24L

Dimensions: (mm/inches)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No.

KZQ-5B
DC 12V

DC 24V

Max.40W

Max.80W

78(3-1/16″)

68(2-11/16″)

40
(1

-9
/1

6″
)

16
(5

/8
″)

• Class III independent dimming controller for 12V or 24V 
single color LED lamp
• One channel PWM output dimming by a 
potentiometer(150kΩ)or 1-10V signal
• Terminal block for quick connection
• Open circuit,short circuit,over load protection 
• Rated output current 3.33A
• Light output dimmable: 0~100%

Rated supply Rated load ta

78x40x16mm
(3-1/16″x1-9/16″x5/8″)

-20~35℃

Rotating the potentiometer 
will set light to desired brightness level.

To Dim

KZQ-5B

Input

Output: DC 12V/24V

LED

Potentiometer 

~AC
Constant voltage
LED Power Supply

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x HModel No. Rated input ta

-20~35℃
DC 12V

DC 24V

Max. 7.5W

Max. 15W

Rated load

KZQ15-24L

60(2-3/8″)

9(
3/

8″
)

20
(1

3/
16
″)

500(19-11/16″)1000(39-3/8″)

Application

Press the button to turn on and off

1.Power ON/OFF 2.Dimming

Hold down the button to select desired brightness level. It will cycle from 100% to 
0%, and vice versa until the button is released

Release the button to select desired brightness level

Input

Output: DC 12V/24V

LED
~AC Constant voltage

LED Power Supply

   60x20x9mm
(2-3/8″x13/16″x3/8″)

Dimensions: (mm/inches)
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Wireless
RGB Contoller

Wireless
Wireless controllers expanded the lighting control capabilities in both applicability and flexibility, by 
eliminating lighting energy cost and control complexity. Instead of complicated wiring and a pre-setting of 
control panel, wireless controllers can be placed anywhere you need. When the interior design changes 
slightly, the function of wireless controllers won’t be bothered. 

Wireless 
Color Temperature
Controller

Wireless Dimming
Controller

Wireless 3 in 1
Controller 

1
2

3

3
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Wireless RGB controller
KZQ-14YKA   KZQ-14XJA

• Working frequency:2.4GHz
• Power：CR2032（3V）button lithium battery
• Remote range:≤15m(590-9/16″)
• Memory function:Light will return to last setting before shut off.
• All RGB LED lamps can be controlled by the same remote.

Application

1.Brightness level: Press and hold down the Fade mode button and rotate the Color wheel at 
the same time.There are three brightness levels,rotating anticlockwise to get 
brighter,clockwise to get dimmer.Release the button at the desired brightness level.

2.Color change speed: To change the speed  at which the colors change (fade gradually and 
flashing),hold down the Flash mode button and rotate the Color wheel at the same time.There 
are three speed levels,rotating anticlockwise to get faster,clockwise to get slower.Release the 
button at the desired speed level.

Other functions:

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No. Power

DC 12V

DC 24V

Max.30W

Max.60W

Rated supply Rated load ta

-20~35℃

-20~35℃

KZQ-14YKA

KZQ-14XJA

 86x50x12mm
(3-3/8″x2″x1/2″)

CR2032（3V）
button lithium battery

Receiver

Remote

 96x44x16mm
(3-3/4″x1-3/4″x5/8″)

Wireless Color Temperature Controller
KZQ-8YKC    KZQ-8XJC

• Working frequency:2.4GHz
• Power：CR2032（3V）button lithium battery
• Remote range:≤15m(590-9/16″)
• All the color temperature adjustable LED lamps can be controlled
  by the same remote.

Application

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No. Power

DC 12V

DC 24V

Max.30W

Max.60W

Rated supply Rated load ta

-20~35℃

-20~35℃

KZQ-8YKC

KZQ-8XJC

 86x50x12mm
(3-3/8″x2″x1/2″)

CR2032（3V）
button lithium battery

Receiver

Remote

 96x44x16mm
(3-3/4″x1-3/4″x5/8″)

The lamp color will fade 
gradually from one to another.

Indicator

On/Off Button

Color Wheel
Rotate to select the desired 
color with the indicator line.

Fade mode button

Flash mode button

The lamp color will flash from 
one to the other: white,yellow, 
green, purple,blue and red .  Press this button to turn on and off.

Plug into the socket

Remote
* Before using the remote and receiver , please refer to the instruction
   manual for matching the remote to the receiver.

Master

Input

KZQ-14XJA

Output :DC 12V/24V

RGB LED

Slave

Input

KZQ-14XJA

Output :DC 12V/24V

RGB LED

LED

LED

~AC

~AC

Constant voltage
LED Power Supply

Constant voltage
LED Power Supply

Remote Receiver

86
(3

-3
/8
″)

50(2″) 8(5/16″)

44
(1

-3
/4
″)

96(3-3/4″)

16
(5

/8
″)

12(1/2″)

Remote Receiver

86
(3

-3
/8
″)

50(2″) 8(5/16″)

44
(1

-3
/4
″)

96(3-3/4″)

16
(5

/8
″)

12(1/2″)

Dimensions: (mm/inches)Dimensions: (mm/inches)

Color Temperature Wheel

Decreases brightness
Press to decrease by 10% brightness. 
There are 10 brightness levels.
Hold down to decrease brightness 
gradually down to 10%.

Increases brightness

Rotate to select the desired color 
temperature with the indicator line.

Press to increase by 10% 
brightness. There are 10 
brightness levels.
Hold down to increase 
brightness gradually up to 
100%.

Other functions:

Indicator

On/Off Button
Press this button to turn on and off. 

1.Memory function will take effect after 60s given that all the operations are done.

2.Sleeping function: The remote will go dormant after 60 seconds of inactivity.Press any 
button to reactivate the remote.

Plug into the socket

* Before using the remote and receiver , please refer to the instruction
   manual for matching the remote to the receiver.

LED

LED

Remote

Master

Input

KZQ-8XJC

Output :DC 12V/24V

the color temperature adjustable
LED lamp

the color temperature adjustable
LED lamp

Slave

Input

KZQ-8XJC

Output :DC 12V/24V

~AC

~AC

Constant voltage
LED Power Supply

Constant voltage
LED Power Supply
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Wireless Dimming Controller
KZQ-8YKB   KZQ-8XJB

• Working frequency:2.4GHz
• Power：CR2032（3V）button lithium battery
• Remote range:≤15m(590-9/16″)
• Memory function:Light will return to last setting before shut off.
• All LED lamps can be controlled by the same remote.

Application

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No. Power

DC 12V

DC 24V

Max.36W

Max.72W

Rated supply Rated load ta

-20~35℃

-20~35℃

KZQ-8YKB

KZQ-8XJB

 86x50x11mm
(3-3/8″x2″x7/16″)

152x40x10.7mm
(6″x1-9/16″x7/16″)

CR2032（3V）
button lithium battery

Receiver

Remote

 78x40x16mm
(3-1/16″x1-9/16″x5/8″)

Wireless 3 in 1 Controller
KZQ-WX-YKM-1

• Working frequency:2.4GHz
• Power：CR2032（3V）button lithium battery
• Remote range:≤15m(590-9/16″)
• Multiple use for dimming, adjustable colour temperature  and adjustabe RGB colour.
• Flash mode and fade mode
• Scene memory function

Application

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No. Power ta

-20~35℃2x CR2032CR2032（3V）button lithium batteryKZQ-WX-YKM-1

Remote

50
(2
″)

8(
5/

16
″)

86(3-3/8″)

36(1-7/16″) 8(5/16″)

9(
3-

9/
16
″)

11
(7

/1
6″

)

Receiver

78
(3

-1
/1

6″
)

40(1-9/16″)

40(1-9/16″)

16(5/8″)

68
(2

-1
1/

16
″)

Press once to turn on, again to turn off.

Brightest
Pressing this button will set light 
at brightest level.

Dimmest

Pressing this button will set light 
at dimmest level.Adjustment wheel

When adjusting the brightness 
with the wheel, the arrow will 
indicate brightness. 

Indicator

On/Off Button

Remote

KZQ-8XJB

Input

Output: DC 12V/24V

LED~AC

KZQ-8XJB

Input

Output: DC 12V/24V

LED~AC

* Before using the remote and receiver , please refer to the instruction
   manual for matching the remote to the receiver.

Constant voltage
LED Power Supply

Constant voltage
LED Power Supply

10
.7

(7
/1

6″
)

8.
4(

5/
16
″)

152(6″) 11 2 3

1 2 3

KZQ-8XJB
White light receiver

Adjustable Colour Temperature
Receiver

KZQ-8XJC

Smart Driver

Smart Driver

Adjusting WheelIndicator

Increasing Brightness

Scene Set

Channel

Decreasing Brightness

Other Functions: 
Colour change speed: press flash mode /fade mode button and 
incereasing brightness/decreasing brighness at the same time
to speed up/down.

Flash mode
/Fade mode button

Rotate to select the desired color 
temperature with the indicator line.

Long press to save the 
scenes, short press to 
activate pre-set scenes.

Indicate light colour

On/Off Button

Adjustable RGB Colour Receiver

KZQ-14XJA

or

or

SLD15-24VLS-E
SLD30-24VLS-E
SLD60-24VLS-E

SLD15-24VLS-E1
SLD30-24VLS-E1
SLD60-24VLS-E1

Dimensions: (mm/inches) Dimensions: (mm/inches)
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Wireless Scenes Panel
KZQ-WX-B

Dimensions: (mm/inches)

• Two scenes as optional choices 
• Multiple control panels adaptable in one lighting system
• Master power supply line
• Adjustment and distribution by APP

30(1-3/16″)

B

A Scene A: Custom scene mode, touch panel to select scene A.

Scene B:Custom scene mode, touch panel to select scene B.

All on: Touch panel to turn on all lights.

All off : Touch panel to turn off all lights.

Brighter:Short press for increasing brightness, long press for
increasing brightness until the maximum brightness

Darker: Short press for decreasing brightness, long press for
decreasing brightness until the minimum brightness

* Press scene and last for 5 seconds, for scene brightness memorizing. 

All off All on

Scene A Scene B

Darker Brighter

Dimmable LED Power Supply
SLD18-700ILW-E

Dimensions: (mm/inches)

• High power factor
• Built-in wireless interface
• The output current could be dimmed between 10-100% by 
  KZQ-WX-YKB and KZQ-WX-B

0.95

150mA
240mA
350mA
500mA
700mA

0-36V
0-36V
0-36V
0-36V
0-26V

Output Voltage
rangeλRated voltage Rated Current

Specifications

L x W x H ApprovalModel No. ta

-20~50℃ 156x50x22mm
(6-1/8″x2″x7/8″)

SLD18-700ILW-E 220~240V

22
(7

/8
″)

156(6-1/8″)

50
(2
″)

Diagram

L
N ~ AC

LED Light LED Light LED Light LED Light

wireless Scenes Panel
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86(3-3/8″)

86(3-3/8″)

Rated voltage Rated Current

Specifications

L x W x H ApprovalModel No. ta

-10~35℃KZQ-WX-B 220~240V 0.1A
 86x 86x30mm

(3-3/8″x3-3/8″x1-3/16″)
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DALI Application Areas

Lighting Control

Electric curtain Control

L N DALI+ DALI-

DALI intelligent home lighting control system
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L
N AC~220VAC

DALI�Wire
D+
D-

L N

D+D- L N D+D-L N D+D-L N

LED lighting

LED lighting LED lighting LED lighting
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DALI Touch Scene Panel
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Electric curtain
Ceiling lamp
Spot lamp
Pendant lamp
Light Strip

Electric curtain
Ceiling lamp
Spot lamp
Pendant lamp
Light Strip

Bedroom

Home office

Ceiling lamp
Spot lamp

Pendant lamp
Light Strip

kitchen

Living room

Electric curtain
Ceiling lamp
Spot lamp
Pendant lamp
Light Strip

Dinning room

Electric curtain
Ceiling lamp

Spot lamp
Pendant lamp

Light Strip

Adjustable brightness Adjustable color temperature
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Mobile Devices Control 1 Scenes Panel Control2

DALI system DALI system

BA

BA
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Two functions of the system

Central Contorl02

Scene Contorl01

DALI system DALI system

Hit once on the Scene Name, eg. Welcome Mode, 

TV Mode, instead of running upstairs and 

downstairs to turn off/on all lights and curtains.

No more searching for remote controls, one mobile 

phone or one pad can manage Central Control for 

the entire house.
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DALI system

Three Advantages of the system

Personalized Scenes 01 Brightness, colour temperature, colour could be set 

as you like.  All details can be adjust according to 

personal preference.

Scenes Memorization 02 After all the details set, just long press the scenes 

button for memorizing. Afterwards,  you may find 

this comfortable light setting for  your activities just 

by one press.

Synchronized Lighting
and Curtain Control

03
Controlling artificial light according to the brightness 

of natural light saves energy and your electricity  

bill, and brings more comfortable atmosphere to 

your house.

Diagram

DALI system
DALI Master

Dimensions: (mm/inches)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No.

KZQ-19 AC100-240V

• Access of 64 control devices 
• WIFI signal receivable 
• Power supply build in

Rated supply Outputλ ta

0~35℃

28(1-1/8″)

136(5-3/8″)

100(3-15/16″)

136 x 100 x 28mm
(2-1/2″x Ø9/16″xØ5/8″)

0.5 150mADALI signal
wire

Max
Output Current

DALI
signal wire

L N DALI+ DALI-

~220VAC
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LED lighting

LED lighting LED lighting LED lighting
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Diagram

DALI system
DALI Scenes Panel

Dimensions: (mm/inches)

• Two scenes as optional choices 
• Multiple control panels adaptable in one lighting system
• Master power supply line
• Adjustment and distribution by APP
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L N DALI+ DALI-

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No.

KZQ-CM-YKD

Output ta

-20~50℃8mADALI signal wire

Output Current

Model 1

DALI+L N DALI-

Mode2

Diagram

DALI system
DALI Dimmable LED Power Supply

Dimensions: (mm/inches)

Specifications

• High power factor
• Built-in Dali interface comply with IEC62386.
• The output current could be dimmed between 1%-100% by Dali controller.

22
(7

/8
″)

156(6-1/8″)

50
(2
″)

1

2

3
4

Output Current Dial switch

LED Terminal

Power Indicator Lamp(RED)

DALI Terminal

Power Input Terminal

1

2

3

4

5

5

Dip Switch fuction:

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No.

SLD18-700ILD-E AC220-240V

Rated supply λ ta

-20~50℃

Output Current

0.95

150mA
240mA
350mA
500mA
700mA

156 x 50 x 22mm
(6-1/8″x2″x7/8″)

0-36V
0-36V
0-36V
0-36V
0-26V

5.5W
8.5W
12.5W
18W
18W

Output Voltage
range Max.power

www.self-ecg.com135 136www.self-ecg.com

30(1-3/16″)86(3-3/8″)

86(3-3/8″)

 86x 86x30mm
(3-3/8″x3-3/8″x1-3/16″)



Bluetooth system Bluetooth system

* Compatible with white LED , Color Temperature adjustable LED, RGB LED control system.
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For App download: 
IOS: search “self-blue-light” in Apple store.
Android(5.0+): www.self.cn

Bluetooth system

1. Multi-function Control

2. Scene setting

3. Dynamic Lighting with music

Main Functions

Rated supply Rated load

   78x40x16mm
(3-1/16″x1-9/16″x5/8″)

KZQ-LY-A
36WDC 12V

72WDC 24V

Diagram

Bluetooth system
Buletooth Dimming Controller

Dimensions: (mm/inches)

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No.

• Class III independent dimming controller for 12V or 24V single color LED lamp
• Application:To control the single or multiple LED lights in system.
• The Controller can be controled by APP

ta

-20~50℃

tc

65℃

78(3-1/16″)
46(1-13/16″)

32(1-1/4″)

13
.5

(1
/2
″)

40
(1

-9
/1

6″
)

16
(5

/8
″)
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LED Lamp The Color temperature
adjustableLED Lamp

RGB LED Lamp

L
N ~ AC
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Bluetooth system
Buletooth Color temperature Controller

Dimensions: (mm/inches)

• Class III independent CCT Adjustable controller for 12V or 24V 
• Color temperature adjustable LED lamp
• Application:To control the single or multiple Color temperature adjustable LED lights in system.
• The Controller can be controled by APP

78(3-1/16″)
46(1-13/16″)

32(1-1/4″)

13
.5

(1
/2
″)

40
(1

-9
/1

6″
)

16
(5

/8
″)

Rated supply Rated load

   78x40x16mm
(3-1/16″x1-9/16″x5/8″)

KZQ-LY-B
36WDC 12V

72WDC 24V

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No. ta

-20~50℃

tc

65℃

Diagram
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LED Lamp The Color temperature
adjustableLED Lamp

RGB LED Lamp

L
N ~ AC

Bluetooth system
Buletooth RGB Controller

Dimensions: (mm/inches)

• Class III independent RGB controller for 12V or 24V RGB LED lamp 
• Application:To control the single or multiple RGB adjustable LED lights in system.
• The Controller can be controled by APP

78(3-1/16″)
46(1-13/16″)

32(1-1/4″)

13
.5

(1
/2
″)

40
(1

-9
/1

6″
)

16
(5

/8
″)

L
N

Rated supply Rated load

   78x40x16mm
(3-1/16″x1-9/16″x5/8″)

KZQ-LY-C
36WDC 12V

72WDC 24V

Specifications

*For product datesheet go to www.self-ecg.com or available on request.

L x W x H ApprovalModel No. ta

-20~50℃

tc

65℃
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LED Lamp The Color temperature
adjustableLED Lamp

RGB LED Lamp

~ AC
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SLT75-24VL-2

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CV Super Thin Series

Constant Voltage Fixed Output

138x40x12mm

138x40x12mm

SLT15-12VFG

SLT15-24VFG

0-15W 

0-15W 

 AC 220-240V

 AC 220-240V

0.50C

0.50C

_

_

166x40x14mm

166x40x14mm

SLT20-12VFGs

SLT20-24VFGs

0-20W 

0-20W 

 AC 220-240V

 AC 220-240V

0.55C

0.55C

_

_

246x30x16mm

246x30x16mm

SLT30-12VFG

SLT30-24VFG

0-30W 

0-30W 

 AC 220-240V

 AC 220-240V

0.95

0.95

_

_

SLT60-12VFG-UN

SLT60-24VFG-UN

SLT60-48VFG-UN

0-60W 

0-60W

0-60W  

AC 220-240V

AC 220-240V

AC 220-240V

0.95

0.95

0.95

_

_

_

298×29.8×16.5mm

298×29.8×16.5mm

SLT75-12VFG

SLT75-24VFG

0-75W 

0-75W 

 AC 220-240V

 AC 220-240V

0.95

0.95

_

_

SLT100-12VFG

SLT100-24VFG

SLT100-48VFG

0-100W 

0-100W

 AC 220-240V

 AC 220-240V

 AC 220-240V

0.95

0.95

0.95

_

_

_

CV Basic Series

165x40x30mm

165x40x30mm

165x40x30mm

188×45×30mm

188×45×30mm

0-7.2W 

0-6W 

AC 220-240V

AC 220-240V

0.55C

0.55C

_

_

0-60W 

0-60W 

AC 220-240V

AC 220-240V

0.95

0.95

_

_

_

_

0-7.2W  

0-7.2W 

AC100-240V

AC100-240V

0.40C

0.40C

_

_

0-30W 

0-30W 

0-30W 

AC220-240V

AC220-240V

AC220-240V

0.95

0.95

0.95

_

_

_

121x45x16mm

121x45x16mm

SLT6-350ILs 

SLT6-700ILs

SLT60-12VLG-E

SLT60-24VLG-E

SLT6-350IL-4 

SLT6-700IL-4

SLT30-12VLG-Es 

SLT30-24VLG-Es

SLT30-48VLG-Es

SLT15-12VF-2s

SLT15-24VF-2s

0-15W 

0-15W 

AC 220-240V

AC 220-240V

0.70C

0.70C

_

_

0-100W@240V
0-80W@120V 

298×29.8×16.5mm
(11-3/4″x1-3/16″x5/8″)

298×29.8×16.5mm
(11-3/4″x1-3/16″x5/8″)

298×29.8×16.5mm
(11-3/4″x1-3/16″x5/8″)

298×29.8×16mm
(11-3/4″x1-3/16″x5/8″)
298×29.8×16mm
(11-3/4″x1-3/16″x5/8″)

298×29.8×16mm
(11-3/4″x1-3/16″x5/8″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

180×60×30mm
(7-1/16″x2-3/8″x1-3/16″)

SLT75-24VL-E

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV

CV AC 220-240V

AC 100-240V

0.95

0.95

15W/12V  

15W/24V  

20W/12V  

20W/24V  

30W/12V  

30W/24V  

60W/12V  

60W/24V  

60W/48V  

75W/12V  

75W/24V  

96W/12V  

100W/24V 

100W/48V 

6W/24V  

6W/12V  

60W/12V   

60W/24V 

6W/24V

 6W/12V  

30W/12V 

30W/24V 

30W/48V 

15W/12V  

15W/24V  

75W/24V  

75W/24V  

0-75W 

0-75W 

185x60x31mm

Glo
ba
l

Glo
ba
l

Glo
ba
l

Index

Constant Voltage Dimming

CV Basic Series

CV Waterproof Series

223x64x32mm0-150W AC 220-240V 0.95 150W/24V _

CV

CV

0-30W 

0-30W 

0-96W 

0-96W 

AC120-240V

AC120-240V

AC120-240V

AC120-240V

AC100-277V

AC100-277V

0.95

0.95

30W/12V   

30W/24V 

_

_

CV

CV

CV

CV

0-60W@120Vac
0-75W@220-240Vac0.95

0.95

0.95

0.95

75W/12V   

75W/24V 

96W/12V   

96W/24V 

_

_

_

_

CV

CV

CV

0-200W 

0-200W 

0-200W 

AC 220-240V

AC 220-240V

AC 220-240V

0.95

0.95

0.95

200W/12V   

200W/24V 

200W/48V 

_

_

_

CV

CV

CV

0-150W 

0-150W 

0-150W 

AC100-240V

AC100-240V

AC100-240V

0.95

0.95

0.95

150W/24V 

150W/36V 

150W/48V 

_

_

_

Pending

Pending

Pending

CV

CV

CV

 0-15W 

 0-30W 

 0-60W 

 AC220-240V

 AC220-240V

 AC220-240V

0.70C

0.95

0.95

15W/12VDC

30W/12VDC

60W/12VDC

_

_

_

 CV Smart Series

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

167x49x16mm

189x59x16mm

247x71x16mm

Pending

Pending

Pending

CV

CV

CV

 0-15W 

 0-30W 

 0-60W 

 AC220-240V

 AC220-240V

AC220-240V

0.70C

0.95

0.95

15W/24VDC

30W/24VDC

60W/24VDC

_

_

_

167x49x16mm

189x59x16mm

247x71x16mm

CV

0-75W

185x60x31mm

185x60x31mm

CV

CV

SLT150-24VL-E

SLT30-12VFC-UN

SLT30-24VFC-UN

SLT75-12VFC-UN

SLT75-24VFC-UN

SLT200-12VC-E

SLT200-24VC-E

SLT200-48VC-E

SLT150-24VC-UN

SLT150-36VC-UN

SLT150-48VC-UN

SLD15-12VLS-E
SLD15-12VLS-E1

SLD30-12VLS-E
SLD30-12VLS-E1

SLD60-12VLS-E
SLD60-12VLS-E1

SLD15-24VLS-E
SLD15-24VLS-E1

SLD30-24VLS-E
SLD30-24VLS-E1

SLD60-24VLS-E
SLD60-24VLS-E1

SLT96-12VLC-UN

SLT96-24VLC-UN

SLT100-12VL-E

SLT100-24VL-E

0-100W 

0-100W 

 AC 220-240V

 AC 220-240V

0.95

0.95

100W/12V

100W/24V  

_

_

275x30x16.5mm
(10-13/16″x1-3/16″x5/8″)

275x30x16.5mm
(10-13/16″x1-3/16″x5/8″)

pending

pending

pending

pending

333x30x16.5mm
(13-1/8″x1-3/16″x5/8″)

333x30x16.5mm
(13-1/8″x1-3/16″x5/8″)

262×40×23mm
(10-5/16″x1-9/16″x15/16″)

262×40×23mm
(10-5/16″x1-9/16″x15/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

252x68x39mm
(9-15/16″x2-11/16″x1-9/16″)

IP6
7P67IP6 Glo

ba
l

IP6
6P66IP6
6



Index
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SLT12-350IF-Es

SLT12-500IF-Es

SLT12-700IF-Es

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

AC220-240V

AC220-240V

AC220-240V

0.70C

0.70C

0.70C

0.95

0.95

0.95

12W/350mA

12W/500mA

12W/700mA

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CC Basic Series

7.4-15.1W

7.5-15W

7-15.4W

21-43V

15-30V

10-22V

121x45x16mm

121x45x16mm

121x45x16mm

0.90C

0.90C

0.90C

AC220-240V

AC220-240V

AC220-240V

9.8-24.5W

9-25W

12.6-25.2W

SLT25-350ILE-E

SLT25-500ILE-E

SLT25-700ILE-E

121x45x20mm

121x45x20mm

121x45x20mm

25W/350mA

25W/500mA

25W/700mA

28-70V

18-50V

18-36V

SLT40-800ILE-E

SLT40-900ILE-E

SLT40-1050ILE-E

40W/800mA

40W/900mA

40W/1050mA

30W/600mA

30W/700mA

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

21.6-36W

24.3-39.6W

28.35-44.1W

16.2-27W

18.9-30.1W

27-45V

27-44V

27-42V

27-45V

27-43V

SLT30-600ILE-E

SLT30-700ILE-E

165x40x30mm

165x40x30mm

165x40x30mm

165x40x30mm

165x40x30mm

CC

CC

CC

CC

AC220-240V

AC220-240V

AC220-240V

AC220-240V

35W/500mA

35W/600mA

35W/650mA

35W/700mA

13.5-27W

16.2-32.4W

17.6-35.1W

18.9-37.8W

27-54V

27-54V

27-54V

27-54V

278x30x21mm

278x30x21mm

278x30x21mm

278x30x21mm

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CC Linear Series

SLT35-700IL-E

CC

CC

CC

CC

AC220-240V

AC220-240V

AC220-240V

AC220-240V

0.95

0.95

0.95

0.95

35W/350mA

35W/500mA

35W/550mA

35W/700mA

2.1-16.8W

3-24W

3.3-26.4W

4.2-33.6W

6-48V

6-48V

6-48V

6-48V

278x30x21mm

278x30x21mm

278x30x21mm

278x30x21mm

CC

CC

CC

CC

AC220-240V

AC220-240V

AC220-240V

AC220-240V

0.95

0.95

0.95

0.95

50W/800mA

50W/900mA

50W/950mA

50W/1050mA

21.6-43.2W

24.3-48.6W

25.7-51.3W

28.4-56.7W

27-54V

27-54V

27-54V

27-54V

278x30x21mm

278x30x21mm

278x30x21mm

278x30x21mm

CC

CC

CC

CC

AC220-240V

AC220-240V

AC220-240V

AC220-240V

0.90C

0.90C

0.90C

0.90C

80W/1200mA

80W/1300mA

80W/1400mA

80W/1500mA

32.4-64.8W

35.1-70.2W

37.8-75.6W

40.5-81W

27-54V

27-54V

27-54V

27-54V

360×30×21mm

360×30×21mm

360×30×21mm

360×30×21mm

SLD35-700ILA-E

SLT50-1050IL-E

SLT80-1500IL-E

0.90C

0.90C

0.90C

0.90C

AC120-240V

AC120-240V

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CV Phase Cut Series

CV 1-10V Series

145×50×22mm

145×50×22mm

CV

CV

0-30W 

0-30W 

 AC 220-240V

 AC 220-240V

0.95

0.95

30W/12V   

30W/24V 

_

_

185x60x31mm

185x60x31mm

CV

CV

12-75W

12-75W

 AC 220-240V

 AC 220-240V

0.95

0.95

75W/12V   

75W/24V 

_

_

CV

CV

0-30W 

0-30W 

0.95

0.95

30W/12V   

30W/24V 

_

_

CV

CV

 AC 120-240V

 AC 120-240V

0.95

0.95  75W/24V 

 75W/12V _

_

241.5x40.5x29.5mm
(9-1/2″X1-9/16″x1-3/16″)

AC100-277V

AC100-277V

CV

CV

0-96W 

0-96W 

0.95

0.95

96W/12V   

96W/24V 

_

_

CV 0-96W AC 120-277V 0.95 96W/12V    _

SLD30-12VFA-UN

SLD30-24VFA-UN

SLD30-12VL-E

SLD30-24VL-E

SLD75-12VL-E

SLD75-24VL-E

SLD96-24VC-UN1

SLD75-12VFA-UN

SLD75-24VFA-UN

SLD96-12VCA-UN

SLD96-24VCA-UN

Glo
ba
l

Glo
ba
l

Glo
ba
l 275x30x16.5mm

(10-13/16″x1-3/16″x5/8″)

275x30x16.5mm
(10-13/16″x1-3/16″x5/8″)

pending

pending

pending

pending

pending

pending

333x30x16.5mm
(13-1/8″x1-3/16″x5/8″)

333x30x16.5mm
(13-1/8″x1-3/16″x5/8″)

262×40×23mm
(10-5/16″x1-9/16″x15/16″)

262×40×23mm
(10-5/16″x1-9/16″x15/16″)

0-75W

0-60W@120Vac
0-75W@220-240Vac

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

 AC 220-240V

 AC 220-240V

0.50C

0.50C

3W/350mA

3W/700mA

6W/500mA

6W/700mA

3W/350mA

3W/700mA

4W/500mA

6W/350mA

6W/700mA

6W/350mA

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CC Basic Series

Constant Current Fixed Output

50x30x20mm

50x30x20mm

1.0-3.2W

1.4-2.9W

3-9V

2-4.2V

0.55C

0.55C

0.40C

0.40C

0.40C

AC220-240V

AC220-240V

AC100-240V

AC100-240V

AC100-240V

2.6-7.2W

2.1-6.3W

1-7.7W

1.5-6W

2-5.9W

7.5-21V

3-9V

3-22V

3-12V

3-8.4V

3-12V

3-4.5V

3-9.5V

0.45C

0.45C

0.45C

AC100-240V

AC100-240V

AC100-240V

1.1-4.2W

2.1-3.2W

1.5-4.75W

SLT3-350IS-1

SLT3-700IS-1

SLT6-350ILs

SLT6-700ILs

SLT6-350IL-4

SLT6-500IL-4

SLT6-700IL-4

SLT3-350ISC

SLT3-700ISC

SLT4-500ISC

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

52x30x23mm
(2-1/16″x1-3/16″x15/16″)

Glo
ba
l

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

5-20V

3-12V

3-9V

6W/350mA

6W/500mA

6W/700mA

0.85C

0.85C

0.85C

AC120-240V

AC120-240V

AC120-240V

1.8-7.0W

1.5-6W

2.1-6.3W

SLT6-350ISC

SLT6-500ISC

SLT6-700ISC

IP6
6 Glo

ba
l

Glo
ba
l

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

68x35x20mm
(2-11/16″x1-3/8″x13/16″)

3-40V

3-29V

3-20V

3-14V

10W/250mA

10W/350mA

10W/500mA

10W/700mA

0.85C

0.85C

0.85C

0.85C

AC120-240V

AC120-240V

AC120-240V

AC120-240V

0.75-10W

1.05-10W

1-10W

2.1-10W

SLT10-250IL

SLT10-350IL

SLT10-500IL

SLT10-700IL
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0.70C

0.70C

0.70C

0.70C

0.70C

0.90C

0.90C

0.90C

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

CC

CC

CC

CC

CC

CC

CC

CC

SLT20-500IB-UN

SLT20-500IL-UN

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CC DIP Switch Series

66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm

CC

CC

CC

CC

CC

CC

CC

CC

 AC 220-240V

 AC 220-240V

 AC 220-240V

 AC 220-240V

 AC 220-240V

 AC 220-240V

 AC 220-240V

 AC 220-240V

SLT25-600IB-E

SLT25-600IL-E

66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm
66.7x41x22mm
85.3x41x22mm

6.7-10.5W

8.1-12.3W

9.4-14.7W

10.8-16.8W

12.2-18.9W

13.5-21W

14.8-23.1W

16.2-25.2W

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

20W/150mA

20W/200mA

20W/250mA

20W/300mA

20W/350mA

20W/400mA

20W/450mA

20W/500mA

5-40V

5-40V

5-40V

5-40V

5-40V

5-40V

5-40V

5-40V

0.75-6W

1-8W

1.25-10W

1.5-12W

1.75-14W

2-16W

2.25-18W

2.5-20W

pending

pending

pending

pending

pending

pending

pending

pending

25W/250mA

25W/300mA

25W/350mA

25W/400mA

25W/450mA

25W/500mA

25W/550mA

25W/600mA

0.80C

0.80C

0.80C

0.80C

0.80C

0.80C

0.90C

0.90C

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

CC

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

AC110-277V

0.80C

0.80C

0.90C

0.90C

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

35W/250mA

35W/300mA

35W/350mA

35W/400mA

35W/450mA

35W/500mA

35W/550mA

35W/600mA

35W/650mA

35W/700mA

35W/750mA

35W/800mA

35W/850mA

35W/900mA

35W/950mA

35W/1000mA

SLT35-1000IB-UN

SLT35-1000IL-UN

95.6x39x30mm
135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm
95.6x39x30mm

135.5x39x30mm

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-50V

2-47V

2-43V

2-41V

2-39V

2-37V

2-35V

0.5-12W

0.6-15W

0.7-17W

0.8-20W

0.9-22W

1-25W

1.1-27W

1.2-30W

1.3-32W

1.4-35W

1.5-35W

1.6-35W

1.7-35W

1.8-35W

1.9-35W

2-35W

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Pending

Glo
ba
l

Glo
ba
l

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CC DIP Switch Series

Constant Current Dimming

CC

CC

CC

CC

CC

CC

CC

CC

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

27-42V

45W/700mA

45W/750mA

45W/800mA

45W/850mA

45W/900mA

45W/950mA

45W/1000mA

45W/1050mA

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

SLT45-1050IB-E

SLT45-1050IL-E

96x42x29.8mm
139x42x29.8mm
96x42x29.8mm
139x42x29.8mm
96x42x29.8mm
139x42x29.8mm
96x42x29.8mm
139x42x29.8mm
96x42x29.8mm
139x42x29.8mm
96x42x29.8mm
139x42x29.8mm
96x42x29.8mm
139x42x29.8mm
96x42x29.8mm
139x42x29.8mm

18.9-29.4W

20.3-31.5W

21.6-33.6W

22.9-35.7W

24.3-37.8W

25.6-39.9W

27-42W

28.3-42W

CC Phase Cut Series

CC

CC

CC

AC 220-240V

AC 220-240V

AC 220-240V

20W/350mA

20W/500mA

20W/700mA

CC

CC

CC

CC

CC

CC

CC

CC

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

15W/300mA

15W/350mA

15W/500mA

15W/700mA

15W/300mA

15W/350mA

15W/500mA

15W/700mA

pending

pending

pending

pending

pending

pending

pending

pending

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

SLD15-300IL-Es

SLD15-350IL-Es

SLD15-500IL-Es

SLD15-700IL-Es

SLD15-300IB-Es

SLD15-350IB-Es

SLD15-500IB-Es

SLD15-700IB-Es

7.2-15W

8.4-14.7W

4.5-15W

6.3-15.4W

7.2-15W

8.4-14.7W

4.5-15W

6.3-15.4W

85.3x41x22mm

85.3x41x22mm

85.3x41x22mm

85.3x41x22mm

66.7x41x22mm

66.7x41x22mm

66.7x41x22mm

66.7x41x22mm

24-50V

24-42V

9-30V

9-22V

30-50V

24-42V

9-30V

9-22V

CC

CC

CC

CC

CC

CC

12W/150mA

12W/180mA

12W/240mA

12W/300mA

12W/350mA

12W/500mA

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

0.90C

0.90C

0.90C

0.90C

0.90C

0.90C

3.9-7.5W

4.68-9W

6.24-12W

8.1-12W

4.68-12W

7.5-12W

26-50V

26-50V

26-50V

27-40V

23-36V

15-24V

SLD12-150IL-Es

SLD12-180IL-Es

SLD12-240IL-Es

SLD12-300IL-Es

SLD12-350IL-Es

SLD12-500IL-Es

121×45×20mm

121×45×20mm

121×45×20mm

121×45×20mm

121×45×20mm

121×45×20mm

0.90C

0.90C

0.90C

10.5-18.9W

10-20W

10.5-20.3W

30-54V

20-40V

15-29V

SLD20-350IL-Es

SLD20-500IL-Es

SLD20-700IL-Es

121×45×20mm

121×45×20mm

121×45×20mm
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CC Phase Cut Series

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CC

CC

CC

CC

CC

CC

30W/500mA

30W/600mA

30W/700mA

40W/700mA

40W/800mA

40W/900mA

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

0.90C

0.90C

0.90C

0.95

0.95

0.90C

15-30W

15-30W

14.7-29.4W

30-60V

25-50V

21-42V

SLD30-500IL-Es

SLD30-600IL-Es

SLD30-700IL-Es

165x40x30mm

165x40x30mm

165x40x30mm

21-38.5W

20-40W

19.8-39.6W

30-55V

25-50V

22-44V

SLD40-700IL-Es

SLD40-800IL-Es

SLD40-900IL-Es

165x40x30mm

165x40x30mm

165x40x30mm

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

CC 1-10V Series

CC DALI Series

CC

CC

CC

CC

CC

CC

CC

CC

20W/350mA

20W/400mA

20W/450mA

20W/500mA

20W/550mA

30W/600mA

30W/650mA

30W/700mA

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

AC220-240V

2.1-15.4W

2.4-17.6W

2.7-19.8W

3-22W

3.3-24.2W

3.6-26.4W

3.9-28.6W

4.2-30.8W

6-44V

6-44V

6-44V

6-44V

6-44V

6-44V

6-44V

6-44V

SLD20-350ISA-E

SLD20-400ISA-E

SLD20-450ISA-E

SLD20-500ISA-E

SLD30-550ISA-E

SLD30-600ISA-E

SLD30-650ISA-E

SLD30-700ISA-E

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

106×67×22mm

40W/800mA

40W/900mA

40W/1050mA

0.95

0.95

0.95

AC220-240V

AC220-240V

AC220-240V

6-44V

6-44V

6-44V

SLD40-800ISA-E

SLD40-900ISA-E

SLD40-1050ISA-E

CC

CC

CC

Model.no Type Input L x W x Hλ Output Output voltage 
range ApprovalOutput power

       range

60W/500mA

60W/600mA

60W/700mA

60W/800mA

0.95

0.95

0.95

0.95

CC

CC

CC

CC

AC220-240V

AC220-240V

AC220-240V

AC220-240V

21.6-43.2W

24.3-48.6W

25.7-51.3W

28.4-56.7W

10-75V

10-75V

10-75V

10-75V

SLD60-800IBD-E

278x30x21mm

278x30x21mm

278x30x21mm

278x30x21mm

4.8-35.2W

5.4-39.6W

6.3-46.2W

122×78×22mm

122×78×22mm

122×78×22mm
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